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Fracture of honeycombs produced by additive manufacturing
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Lattice materials, such as honeycombs, are remarkable in their ability to combine high
stiffness, strength and toughness at low density. In addition, the recent and pervasive

development of additive manufacturing technologies makes it easier to produce these cel-
lular materials and opens new possibilities to improve their properties by implementing

small modifications to their microstructure. Such developments open new opportunities
towards the design of new classes of architectured materials. For example, recent com-

putational studies have shown that honeycombs with lattice density gradients have a
fracture energy under tensile loading up to 50% higher than their uniform counterparts.
The aim of the current study is to provide experimental evidence for these promising nu-
merical results. To achieve this, single-edge notched tension specimens, with a honeycomb
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lattice structures, were manufactured by stereolithography using a ductile polymer resin.
The performances of three different honeycombs were compared: (i) a uniform sparse

lattice, (ii) a uniform dense lattice, and (iii) a gradient lattice with alternating bands of

sparse and dense lattices. The results indicated that specimens with a density gradient
may achieve a work of fracture per unit volume that is up to 79% higher than that of a

uniform lattice.
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1. Introduction

Lattice materials, in the form of foams1 or micro-architectured materials9, possess a

unique combination of low density and high relative mechanical performances. For

this reason, lattices are considered key enablers for the next generation of aerospace

and automotive technologies. Indeed, the production of structural components with

a lower weight and able to deliver the same mechanical performances allows reducing

fuel consumption and consequently, lowers the application environmental footprint.

Furthermore, lattice materials offer an interesting set of other properties such as:

(i) high energy absorption per unit mass (ii) mechanical damping (iii) low acoustic

and thermal conductivity and (iv) tunable porosity.

Even though the properties of lattices are highly appealing, their deployment

in primary structural applications has been hindered by a certain scatter in their

mechanical response7, which stems from a lack of control of their microstructural

features, even when additive manufacturing (AM) is employed. Indeed, as shown

by Ramezani et al.8, the printing direction may have a significant influence on the

overall mechanical response of the lattice material. However, the continuous devel-

opment of AM technologies is rapidly improving the level of control on the mate-

rial microstructure and the resolution of the manufactured components2, offering

promising perspectives for the materials by design paradigm.

The improvements in AM technologies offer unprecedented opportunities to fill

voids in the design space as they allow creating microstructural patterns of lattice

struts to achieve specific properties. While some researchers seek through the innu-

merable possible configurations using structural optimisation tools10, others focus

on the invaluable inspiration given by Nature. Nature provides numerous examples

of materials characterised by outstanding properties thanks to an optimised hier-

archical multi-scale arrangement of elementary constituents6. In this framework,

this study aims at providing preliminary experimental results of the fracture per-

formances under tensile loading of honeycomb lattice materials featuring density

variations as observed in several kinds of woods and associated with a tougher me-

chanical response. The study extends the work performed in Ref.4,5 by complement-

ing it with experimental tests performed on three types of honeycombs produced

by AM using stereolithography.
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2. Materials and methods

Single-edge notch specimens, with a hexagonal lattice structure, were manufactured

with the dimensions shown in Fig. 1. Three types of samples were considered: (i) a

gradient lattice, where bands of sparse and dense hexagonal cells are alternated, see

Fig. 1; (ii) a uniform lattice made of sparse hexagonal cells only; and (iii) a uniform

lattice made of dense hexagonal cells only. These three types of samples had the

same overall dimensions and initial notch length.

In the gradient specimens, the proportion of sparse cells with respect to dense

ones was selected based on the numerical analyses in Ref.4, which aimed to max-

imise the work of fracture. The design of the specimens and the choice of the cell

dimensions were similar to those previously manufactured in Ref.5, allowing a com-

parison between two different materials and printing techniques (a polymeric resin

produced by stereolitography here versus a thermoplastic – ABS – elaborated by

fused filament fabrication5). In contrast with the previous ABS specimens, a small

modification to the design has been made: the width of the lattice is slightly nar-

rower than the width of the gripping areas, see Fig. 1. This was necessary to avoid

fracture close to the grips (note, however, that this was not needed in previous tests

on ABS samples as they failed at much lower strains).

All the samples considered in the present study were fabricated by stereolithog-

raphy using a Form 3 machine from Formlabs. The parent material was a ductile

polymeric resin called Tough 2000 and also provided by Formlabs. All specimens

were printed with a 50 µm layer resolution and orientated at 45◦ from the printing

bed, see Fig. 2. After printing, each sample was cured at 70◦C in the Form Cure

oven for 60 min in accordance with Formlabs recommendation. The specimen was

Fig. 1. Dimensions of a single-edge notch tension specimen with a density gradient lattice. All
dimensions are in mm.
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Fig. 2. Photograph of two samples printed at 45◦, after curing and before removing the supports.

then separated from its supports and kept at room temperature for five hours be-

fore testing. Finally, all samples were loaded in tension using a standard mechanical

testing machine (Zwick Z020) with a displacement rate of 2 mm/min.

Standard dog-bone specimens were also manufactured, following the procedure

detailed above, to measure the tensile response of the Tough 2000 resin, which is

shown in Fig. 3. The resin has a Young’s modulus of 0.65 GPa up to a yield strength

of about 37.3 MPa. The three stress-strain curves show a good repeatability, but

the failure strain displays more variability ranging from 0.4 to 0.5.

stain.png stain.png

Fig. 3. Tensile response of the Tough 2000 resin measured on three standard dog-bone specimens
produced using the same AM process as that employed for the hexagonal lattice structures.
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3. Results

The measured force-displacement responses are shown in Fig. 4, where the three

types of specimens are compared. All responses have a linear elastic regime, followed

by non-linear deformation up to the peak force. Subsequently, the load drops as the

crack propagates from the notch, and this softening response is more abrupt for the

gradient lattice compared to uniform samples (sparse and dense). Each geometry

was tested twice and the results display a good repeatability, with very similar

responses up to the peak force.

Photographs were taken during the tests to capture the crack propagation paths,

and these are presented in Fig. 5 for each type of lattices. In all cases, the crack

propagated from the initial notch and grew following a path approximately straight,

although an initial clear deflection is always highlighted at the first interface between

a sparse and a dense band. The crack front remained within the gauge length of

the specimen and, as expected from the novel specimen design, no wall failure was

observed close to the gripping areas. The crack propagated in a relatively steady

manner for uniform lattices (sparse and dense), which lead to a progressive softening

in their force-displacement responses, see Fig. 4. In contrast, the crack grew in steps

through the gradient lattice: the crack propagated from the initial notch and stopped

Fig. 4. Tensile responses for the three types of lattice structures. The labels inside circular symbols
refer to the photographs presented in Fig. 5.
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Fig. 5. Photographs showing the crack path for dense (top row), gradient (middle row) and sparse

(bottom row) lattice structures.

at the next band of dense hexagonal cells, see Fig. 5. This process explains the step-

wise tensile response for the gradient lattice in Fig. 4 and it is consistent with the

the observations on ABS specimens in Ref.5.

The work of fracture, defined as the area under the force-displacement response,

was evaluated for each specimen and the results are given in Table 1. The three types

of samples have a different volume/mass, and therefore, the work of fracture per

unit volume is given in Table 1 to allow a fair comparison between the three types

of lattices. The volume of the lattice section from each sample was obtained from

the CAD model of each structure. On average, the gradient lattice has the highest

work of fracture per unit volume among all the three types of lattices; it is 79%
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Table 1. Comparison between the fracture performances of each sample.

Sample
Work of fracture Lattice volume Work of fracture per Average work of fracture

(J) (cm3) unit volume (J/cm3) per unit volume (J/cm3)

Sparse 1 9.05 5.52 1.64
1.42

Sparse 2 6.60 5.52 1.20

Gradient 1 18.62 7.07 2.63
2.54

Gradient 2 17.24 7.07 2.44

Dense 1 18.87 7.62 2.48
2.31

Dense 2 16.30 7.62 2.14

Fig. 6. Photographs showing the crack path for a gradient lattice structure made of ABS, from 5.

higher than that of the sparse lattice and 10% higher than that of the dense lattice,

see Table 1. The performance increase with respect to the dense lattice, although

seemingly limited, signals the possibility of saving material without compromising

and even enhancing toughness of structural components. The mechanism explain-

ing this increase in performances is presumably the mismatch in fracture toughness

between the dense and sparse bands, as elucidated by the numerical analyses in4.

These interfaces not only act as crack arrestors (increasing the energy necessary for

further propagation), but also produce two separate equally intense stress concen-

tration zones ahead of the notch tip instead of one, which leads to crack kinking as

observed in numerical simulations and on ABS specimens, see Fig. 6.

4. Conclusions

In this study, we used stereolithography to manufacture single-edge notched ten-

sion specimens with hexagonal lattice structures and we investigated their fracture

behaviour under tensile loading. The performances of three different designs were

compared: (i) a uniform sparse lattice, (ii) a uniform dense lattice, and (iii) a gra-
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dient design made from alternating sparse and dense lattice layers. The experiments

presented good repeatability and demonstrated the effectiveness of the density gra-

dient concept: the work of fracture per unit volume for the gradient design was 79%

higher than that of the sparse lattice and 10% higher than that of the dense lattice.

These preliminary results are encouraging and contributing to current efforts in

developing high toughness lattice materials 3. Further work is underway to vary the

arrangement and proportions of sparse and dense layers with the objective of max-

imising the work of fracture in density gradient lattices. Applications will concern

both ABS lattices manufactured from fused filaments and resin lattices manufac-

tured using stereolithography. These parent materials will provide a large span of

tensile properties to evaluate the ability of numerical modelling to quantitatively

predict fracture energies.
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