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ABSTRACT 

To meet the energy needs of the world, most of the energy is still being obtained from fossil 

fuels including coal, oil and natural gas. Fossil fuels are not considered environmentally friendly 

because their combustion releases greenhouse gas emissions that cause global warming. There are 

several potential advantages to using more renewable energy, such as lowering emissions that 

contribute to global warming, diversifying energy sources, and reducing reliance on the fossil fuel 

energy market. Biomass includes all organic material that is derived from plants. The total carbon 

footprint associated with energy generation can be decreased by combining the use of solar light 

and fuels obtained from biomass. Hydrogen gas (H2) is considered as a very efficient, clean and 

promising energy source. It can be generated from water and renewable energy resources. The 

importance of using H2 as a fuel derives from the fact that it has an energy efficiency of 122 kJĿmol-

1, which is higher than that of gasoline or of any other fossil fuel.  

It is a big challenge to develop sustainable options for green H2 production. In this context, 

photocatalysis is considered an environmentally friendly process used in photoreforming of 

organic compounds and pollutant removal to produce contemporary H2 and high added value 

compounds. The use of photocatalysis has several advantages for the environment, including mild 

operating conditions (i.e. room temperature and ambient pressure), the absence of harmful 

chemical solvents, utilization of solar light as irradiation source, the easy integration with other 

physical and chemical technologies, e.g. membrane separation.  

The main focus of this Ph.D. thesis is to synthesize different TiO2 based and alternative 

photocatalysts and investigate their applications towards production of high value chemicals, H2 

production and organic drugs removal. The prepared photocatalysts were characterized by XRD, 

SEM, TEM, Raman, BET, EPR, PL, DRS, DRIFTS, TPD, FTIR, XPS and EDS. Biomass 

derivatives including glucose, fructose, glycerol, furfuryl alcohol, ethanol, methanol, formic acid 

and triethanolamine have been used to produce H2 and high valuable chemicals, for instance, 

arabinose, erythrose, gluconic acid, formic acid, furfural, glyceraldehyde, dihydroxyacetone and 

glycolic acid, are of particular interest for further applications. The results obtained in laboratory 

scale were extended to pilot plant scale in the Plataforma Solar de Almer²a (Spain). Notably, the 

prepared photocatalysts were used for H2 production in a 25L photoreactor through 

photoreforming of glycerol (waste generated in biodiesel industries) and other organic compounds 

under direct sunlight in environmentally green conditions. 

ZnIn2S4, synthesized by a simple hydrothermal method in which the carcinogen 

thioacetamide, universally used as a precursor, for the first time, replaced successfully the harmless 

thiourea, was synthetized as alternative TiO2 photocatalyst and was activated by solar light 

irradiation. Its photocatalytic efficiency was investigated for the selective oxidation of aromatic 

alcohols to their corresponding aldehyde, of the lignocellulose derivative 5-hydroxymethyl-2-

furfural (HMF) in water solution, and photoreforming of furfuryl alcohol under green conditions. 

The high value HMF derivatives were 2,5-diformylfuran (FDC), 5-formyl-2-furancarboxylic acid 

(FCA) and 5-hydroxymethyl-2-furan carboxylic acid (HMFCA), that are of particular interest for 

the polymer industry; H2 was produced from triethanolamine, methanol and furfuryl alcohol. 
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With the growth of population and industrialization, almost all water sources are 

contaminated mainly by agricultural and industrial waste. Molecules of pharmacological 

importance present in drugs are widespread in the environment. Their concentrations have been 

found to range between ng and Õg per liter in seawater, lakes, rivers, surface waters, urban 

wastewater and drinking water. A part of this thesis has been also focused on the photocatalytic 

degradation of most used organic drugs such as tetracycline, oxytetracycline and lincomycin in the 

presence of different photocatalysts.   
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CHAPTER 1 

1. Introduction 

1.1 Energy  

Energy is the backbone of any economy and plays a major role in world progress. A 

sustainable, safe, and clean energy supply is one of the technological problems addressed with 

greater intensity in recent decades by scientists as energy consumption in all sectors has grown 

significantly throughout the world [1, 2]. For this purpose, the production of energy and its sources 

are very important.  

Energy sources can be divided into two main groups, renewable and non-renewable. Solar, 

biomass, wind, water, and geothermal are renewable energy sources and they can naturally 

regenerate themselves and have an endless supply. The sources of non-renewable energy are coal, 

gas, oil, and nuclear power. These sources cannot be recycled or replenished, and their supply is 

limited. Moreover, non-renewable sources cannot be replicated or recreated to the same extent 

after they are depleted, their use cannot continue forever. According to predictions, the world's 

energy consumption will increase to five times its current level by the year 2100 [3]. 

1.2 Fossil fuels and environmental remediation   

Nowadays most of the energy is obtained from fossil fuels including coal, oil and natural 

gas. Fossil fuels are not considered environmentally friendly because their combustion release 70-

75% of greenhouse gas emissions (CO2) that cause global warming [4]. The temperature of the 

earth has increased up to 0.6 oC since 1900, and if CO2 emission is not controlled, greenhouse gas 

emissions could reach the double of its preindustrial level ca. 560 ppm as early as 2035, resulting 

in a temperature rise that could surpass 5ÁC [5].  

Heat stress, illness, tropical storm intensity, ocean acidity, sea levels, and the melting of 

glaciers, snowpack, and sea ice are all being increased by global warming [6]. In addition, it 

damages ecosystems and animal habitats, moves the position of productive crops, and modifies 

the timing and volume of water supplies. The reason is the worldwide difference among cooling 

contributors i.e., non-soot aerosol particles and heating contributors such as greenhouse gases, 

fossil fuels plus biofuels, the soot particles, and the urban heat island effect [7].   

In this context, several nations including Italy are closely monitoring the effects of climate 

change and thinking about how to adapt to negative effects by creating plans with the goals of 

coordinated solutions to such issue. Promoting investment in low-carbon and renewable energy 

technology will be crucial to minimizing pollution. 

There are several potential advantages to using more renewable energy, such as lowering 

emissions that contribute to global warming, diversifying energy sources, and reducing reliance 

on the fossil fuel energy market. Furthermore, carbon-intensive energy sources can be substituted 

by renewable energy initiatives. Due to the higher labor intensity of the renewable energy sector, 

expanding the supply of renewable energy may lead to an increase in jobs by creating opportunities 

in new "green" technologies [8].  

1.3 Biomass  

Biomass is a term that is associated with all organic materials that are derived from plants. 

Green plants convert sunlight into plant material through photosynthesis. Chemical energy is 

released by substances during digestion, combustion, or decomposition when the bonds between 

adjacent molecules of carbon, hydrogen, and oxygen are broken [9]. Biomass is an excellent 

alternative energy source for fossil fuels for a more sustainable and clean application because of 

its organic nature [10, 11].  
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The environment is not only suffering from the overconsumption of fossil fuels but also 

for the generation of waste. The use of waste biomass as a substrate is a more appealing option 

than improper and unscientific methods of disposal because it is readily available, abundant, and 

non-competitive with food. The conversion of waste biomass into fuels and high value-added 

products is similar to fossil fuels that were formed a million years ago from biomass [12]. Biomass 

includes agricultural waste, crops, animal feed waste, wood and wood waste, and wastewater [13]. 

The total carbon footprint associated with energy generation can be decreased by combining the 

use of solar light and fuels obtained from biomass [14].  

1.4 Solar light 

Sunlight can be considered the biggest energy source because its average daily energy 

(1022J) and its utilization can meet not only the world's annual energy needs but also overcome the 

pollution problems arising from the use of traditional methods of energy production based on fossil 

fuels [15].     

The conversion of sunlight into a usable form of energy (chemical, electrical or fuel 

production) has attracted much attention and is recognized as a form of green technology. In the 

past, for example, fuel cells have been developed to convert solar energy into electricity and many 

improvements have been made to increase their efficiency, but large-scale energy production is 

still limited. Furthermore, regarding the transformation of sunlight into chemical fuels, there are 

two possible ways, one is the reduction of carbon dioxide (CO2) into hydrocarbons
 [16-19] and the 

other is the production of hydrogen (H2) [20-22].   

1.5 Hydrogen (H2) as an energy source 

The UN 2030 Agenda outlines 17 Sustainable Development Goals (SDGs), of which SDG 

7 is on cheap and clean energy goals to provide access to sustainable energy technology and 

services, thereby contributing to the challenge of climate change on a global scale [23]. 

In an effort to advance the SDGs, the European Union has announced a number of 

initiatives that have improved Europe's energy consumption and green energy supply. The 

European Green Deal (EGD)ôs aim is to reduce net greenhouse gas emissions by 2030 up to 55% 

and to achieve carbon neutrality by 2050 [24]. These guidelines encourage scientific society to 

find ways for the transition of society into carbon neutrality, renewable energy production, end use 

efficiency, carbon capture and storage, and production of green fuels [25]. Later are the 

replacement of fossil fuels (natural gas, gasoline, and coal). 

In this context, H2 can be considered as a very efficient, clean and promising energy source 

playing an important role in the decarbonization process [26, 27]. It can be generated from water 

and renewable energy resources [28-32] and during its combustion, for example in a fuel cell, only 

water (H2O) is produced when H2 reacts with oxygen (O2) (Equation 1.1).  

 

                                                 ςὌϜ ὕϜO   ςὌϜὕ                                                (1.1) 

            

The importance of using H2 as a fuel derives from the fact that it has an energy efficiency 

of 122 kJĿmol, which is higher than that of gasoline or of any other fossil fuel [33]. Table 1.1 shows 

the energy content of different fuels.  

Current and future applications of H2 have been divided into three groups (Figure 1.1): (i) 

power and heat generation, (ii) industrial feedstock, and (iii) transportation [34].   
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Table 1.1 Energy content of different fuels [30] 

Fuel Energy content 

(MJ/kg) 

Hydrogen 120 

Liquefied natural gas 54.4 

Propane 49.6 

Aviation gasoline  46.8 

Automotive gasoline 46.4 

Automotive diesel 45.6 

Ethanol 29.6 

Methanol 19.7 

Coke 27 

Wood (dry) 16.2 

Bagasse 9.6 

 

Figure 1.1 Current and future applications of H2 [34] 

1.6 H2 production methods 

The actual industrial H2 production is still based on the use of fossil resources such as 

oxidation of hydrocarbons, steam reforming of the gas and gasification of coal [35-37]. Though a 

significant amount of H2 can be generated through these processes at a reasonable cost, the usage 

of fossil fuels causes the release of greenhouse gases [38, 39]. Therefore, it is essential to establish 

a green, sustainable, and effective approach for H2 production.  

Compared to conventional methods based on non-renewable resources, recent research has 

revealed that the synthesis of H2 using technologies (i.e., photocatalysis) involving sunlight is 

potentially competitive [40]. Water and biomass represent renewable resources for green hydrogen 

production. In particular, photocatalytic water splitting, and biomass reforming (discussed later) 

use renewable energy such as sunlight to produce H2 that can power everything from laptops to 

submarines [41]. Hydrogen production methods based on renewable and non-renewable energy 

sources are shown in Figure 1.2 [42].  
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Figure 1.2 H2 production methods based on renewable and non-renewable energy sources 

[42]  

1.7 Photocatalysis and photocatalytic H2 production principles 

Photocatalysis is a branch of chemistry in which the reaction rate is increased in the 

presence of light and a photocatalyst. There are three types of photocatalysis: heterogeneous, 

homogeneous, and plasmonic antenna-reactor catalysis. Here we discuss heterogeneous 

photocatalysis.  

Heterogeneous photocatalysis has emerged as a viable approach to transform solar light 

into H2 production since Fujishima and Honda [43] in 1972 realized the photoelectrochemical 

water splitting on titanium dioxide (TiO2) (rutile) anode, although the reaction proposed by the 

Authors cannot be considered, strictly speaking, a photocatalytic reaction. Since then, a very large 

number of papers have been published, ranging from environmental clean-up [44-48] to the 

synthesis of high value-added products [31, 49-51] to hydrogen production [52-56].  

A photocatalytic process carried out by using solar light could be an economical way to 

produce H2 on an industrial scale since often the synthesis of the photocatalyst and the design of 

the photoreactor present no particular difficulties [57-59].  

Photocatalytic technology has numerous applications such as H2 generation, production of 

high value chemicals, CO2 reduction and wastewater treatment. Figure 1.3 shows the number of 

publications related to photocatalysis applications since 1970. 
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Figure 1.3 Number of publications related to photocatalysis applications since 1970. (Scopus; 

September, 2024) 

"Band gap" is the term that describes the energy difference between the lower edge of the 

conduction band (CB) and the upper edge of the valence band (VB) of a semiconductor (SC). Upon 

irradiation with light of energy higher than that of the band gap (Figure 1.4), electrons (e-) in the 

VB move to the CB and positive holes (h+) remain in the VB. Both ultraviolet (UV) and visible 

(Vis) light can be used depending on the band gap value of a photocatalyst. The photoproduced 

electron-hole can recombine and dissipate the input energy or move to the surface to give rise to 

oxidation and reduction reactions with adsorbed species.  In the presence of a SC, H2O, O2 and 

organics the following reactions can take place (Equation 1.2-1.9): 

 

 

Figure 1.4 Schematic diagram of photocatalytic mechanism4 

 

                                                          Ὓὅ ὬὺᴼὛὅ Ὡ  Ὤ                                       (1.2) 

                                                      ὌϜὕ Ὤ ᴼ ϽὕὌ +  Ὄ                                                 (1.3) 
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     ὕὌ Ὤ ᴼ ϽὕὌ                                                               (1.4) 

ὕϜ Ὡ ᴼ ϽὕϜ                                                               (1.5) 

 ϽὕϜ  Ὄ ᴼ 
ϽὌὕϜ                                                               (1.6) 

 ς ϽὌὕϜ ᴼὕϜ ὌϜὕϜ                                                      (1.7) 

ὌϜὕϜ   ϽὕϜ ᴼὕὌ Ͻ  ϽὕὌ  ὕϜ                                            (1.8) 

       ϽὕὌ έὶὫὥὲὭὧ ὧέάὴέόὲὨίᴼ ὅὕϜ  ὌϜὕ  έὶ ὴὥὶὸὭὥὰ έὼὭὨὥὸὭέὲ ὨὩὶὭὺὥὸὭὺὩί       (1.9)                        

 

Very briefly, the three key steps that are typically involved in the photocatalytic production 

of H2 (Figure 1.5) are: (1) the activation of the photocatalyst which consists in the formation of 

electron-hole pairs (e-/h+); (2) the transfer of these charges to the surface of the photocatalyst 

particles; (3) the occurrence of oxidation and reduction reactions due to the presence of photo-

produced charges. It should be noted that not all couples give rise to reactive acts, but some 

recombine, and the number that in the unit of time induce redox processes depends on the type and 

features of photocatalyst used. The recombination rate is an important parameter affecting the 

efficiency in all heterogeneous photocatalytic processes [60] and the conduction band and the 

valence band edge energies must be compatible with the redox potential of the desired reactions 

[61, 62]. 

 

Figure 1.5 Schematic photocatalytic H2 production on the surface of a semiconductor5 

The realization of a specific reaction is strictly related to the actual energy levels of the two 

bands of a photocatalyst as the CB and VB edge potentials define the reduction and oxidation 

ability of e- and h+, respectively. 

The photoexcited e- and h+ in the presence of pure water can give rise to H2 and O2, 

respectively, by the so-called water splitting mechanism, discussed later in detail. For H2 

production the bottom of the CB must be more negative than the H+/H2 redox couple (0 V vs. 

NHE, pH 0) and the top of the VB should be more positive than the oxidation potential of O2/H2O 

(1.23 V vs. NHE, pH 0) (Figure 1.6) [63]. Thus, for the photocatalytic reaction, the band gap 

energy (Eg) of the semiconductor must be >1.23 eV. This is the theoretical minimal value as, owing 

to kinetic overpotentials and energy losses during the process, the real value must rise to 2.0ï2.4 

eV; moreover, for activation by visible light, the band gap energy must be less than 3.0 eV (related 

to wavelengths >400 nm) [64, 65]. In Figure 1.6 are reported the band gap values and the actual 
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band structure of the most common photocatalysts and the redox potentials related to the H2 and 

O2 evolution [54].   

 

Figure 1.6 Different semiconductors showing different band gap energies and band positions 

relative to the NHE at pH 0. 

TiO2 is the most studied photocatalyst and considered highly desirable for different 

applications. The three main polymorphic forms of TiO2 are anatase, brookite and rutile. Numerous 

synthetic techniques are known in the literature for the production of TiO2 which can also be 

obtained in the form of various types of polymorphs as a mechanical mixture or mixed material 

(when there is an interface between particles of one polymorph and another) [66]. Anatase, which 

has a tetragonal crystal configuration with each octahedron sharing corners to generate planes (0 

0 1), is the most widely employed polymorph in heterogeneous photocatalysis. Rutile, which on 

the other hand is mainly used as a white pigment, even if its use in photocatalysis and 

photoelectrocatalysis is quite frequent, has a tetragonal crystalline configuration made up of 

octahedra sharing the edges that form the planes (0 0 1). Angular and edge-sharing octahedra form 

the orthorhombic crystal structure of brookite. Anatase is the polymorph that generally gives the 

best performance for the photocatalytic production of H2 because it has better stability, the 

photoproduced pairs are better separated and its band gap is slightly smaller [67-69].  

TiO2 has characteristics such as low cost, non-toxicity, low environmental impact, 

significant oxidizing power, outstanding photocatalytic activity, and long-term (photo)stability 

[70-72]. However, TiO2 presents some disadvantages. Because of large band energy, it can only be 

activated by UV light and the fast recombination rate of the photoexcited e-/h+ makes its use not 

very effective. To address this issue, different strategies can be pursued as doping with metal and 

non-metal species, coupling with other semiconductors, morphological or crystal lattice control, 

surface modification, sensitizing or the use of alternatives photocatalysts [70-72]. The coupling of 

TiO2 with other suitable semiconductor materials can improve the solar light absorption, enhance 

the photocatalytic activity and change the surface acidity [73]. Moreover, the doping with metals 

(i.e., Nb, Cu, Co, Ni, Au) has been reported to be effective in the reduction of the recombination 

rate of photoexcited e-/h+ and modification of some surface and electronic features [74a-81]. 

1.8 Heterojunctions  

It is difficult for a single-phase photocatalyst to exhibit both good redox capability and a 

broad light absorption spectrum at the same time. Furthermore, in single component 

photocatalysts, there is the possibility of recombination of the photogenerated charges with a 

consequent reduction in the efficiency of the process [82]. Based on the band structures of 

photocatalyst heterostructures, there are mainly four types of heterojunctions (type-I, type-II, Z-

scheme, and S-scheme). Here we discuss Z-scheme and S-scheme.  
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1.8.1 Z-scheme  

A Z-scheme heterojunction system is shown in Figure 1.7. After irradiation, the electrons 

of the CB of semiconductor 2 recombine with the holes of the VB of semiconductor 1. Thus, 

electrons with high reduction capacity are available in the CB of semiconductor 1 and holes with 

high oxidation power in the VB of the semiconductor 2 [83]. The artificial Z-scheme 

heterojunction structure has received much attention, and several Z-scheme structures of various 

types have been created to make some photocatalytic reactions more efficient. The disadvantage 

of type I and type II heterojunctions is that at each active site, the light-induced electrons and holes 

lose some of their redox capacity after migration [84]. The Z-scheme heterojunction system has 

the advantage not only of ensuring an efficient spatial separation of the electron and hole pairs, but 

also the production of electrons and holes with remarkably reducing and oxidizing power, 

respectively. 

Nevertheless, also the Z-scheme heterojunction system has some problems to face: one is 

that the photoreduction and photooxidation reactions can influence the behaviour of the 

photocatalysts for which the more or less marked accumulation of e- and h+ takes place. The other 

problem is the occurrence of light-induced recombination of e- and h+, which although efficiently 

separated by light, cause them to be consumed in significant quantities. However, the Z-pattern 

heterojunction system is attractive due to the particular type of e- transfer [85, 86]. The direct Z-

scheme system is useful towards H2 production when the potential of CB edge of semiconductor 

1 is more negative than H+/H2 redox potential [87-89]. 

 

 

Figure 1.7 Z-scheme heterojunction scheme  

1.8.2 S-scheme  

The S-scheme heterojunction system (Step-scheme) is illustrated in Figure 1.8. 

Considering the level of the energy bands, the two coupled photocatalysts involved can be 

classified one as an oxidation photocatalyst (OP) and one as a reduction photocatalyst (RP) [90-

92]. The first photocatalyst presents lower CB and VB positions, and consequently a lower Fermi 

level than the second one. The work function of OP results larger than that of RP.  

When the OP and RP are in close contact, the transfer of the photoproduced charges occurs 

according to the following steps: 

(1) After simple contact between the two materials, the e- will move spontaneously from 

RP with a lower work function to OP until their Fermi energy levels (Ef) reach equilibrium (Figure 

1.8b). This results in different charges on the two sides of the contact surface, with negative and 

positive charges on the OP and RP sides, respectively. Thus, an internal electric field (IEF) is 

formed. 

(2) Under irradiation (Figure 1.8c), the formed IEF accelerates the e- transfer from OP to 

RP. Furthermore, its formation enhances the bending of the energy bands, downwards in OP and 
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upwards in RP. At the interface, the photogenerated e- in the CB of OP and h+ in the VB of RP 

recombine under the coulombic attraction. Thus, e- and h+ in OP and RP, respectively, are 

consumed, but e- with strong reducing ability in RP and holes with strong oxidizing ability in OP 

remain. Consequently, the S-scheme heterojunction photocatalyst with such mechanism has strong 

oxidation and reduction ability [93] and thus can be used for effective H2 production. 

 

Figure 1.8 Charge-transfer processes in an S-Scheme heterojunction: a) before contact; b) 

after contact before irradiation; and c) photogenerated charge carrier transfer under light 

irradiation [90]. 

1.9 Cocatalyst 

Many catalysts are inactive to produce H2 in the absence of a cocatalyst. Noble metal 

nanoparticles have been considered excellent cocatalysts for H2 photoproduction. A widely used 

way to improve photocatalytic efficiency is to load the cocatalyst on the surface of a photocatalyst, 

promoting charge separation and providing more reaction sites. In fact, due to the difference in 

Fermi levels between the semiconductor and the noble metal nanoparticles, a Schottky barrier is 

formed and the e- move from the semiconductor CB towards the noble metals [94]. 

The use of an optimal amount of cocatalyst is important for the photocatalytic production 

of H2 and depends on the cocatalyst used, as well as the surface area available on the photocatalyst 

particle. By increasing the amount of cocatalyst present on the photocatalyst surface, the 

photocatalytic efficiency increases but for some amounts it starts to decrease. This is due to the 

increase in the particles size, the unsatisfactory dispersion on the surface (accumulation 

phenomena can occur with an increase in the dimensions of the cocatalyst nanoparticles), the 

shielding effect of the active sites of the photocatalyst [54]. 

The noble metals Pd, Ru and Pt are considered the best candidates for their broad work 

function [21]. Cu3P cocatalyst on the surface of g-C3N4, [95, 96], metal borides, and carbides due 

to their semi-metallic characteristics [97, 98], were also used to produce H2. Notably, the 

cocatalysts NiS and CuS played a crucial role for the production of H2 on g-C3N4 [20, 99, 100]. To 

improve the efficiency in the production of H2, the co-loading of the reduction and oxidation 

cocatalysts has also been extensively studied, which has improved effects in the separation and in 

the movements of the charges [101].  

1.10 Synthetic and reactive conditions influencing the photocatalytic 

activity  

1.10.1 Irradiation sources  

One renewable and essentially unlimited source of energy is sunlight. Consequently, the 

use, transformation and/or storage of solar energy is a popular goal in place of competing 

renewable or non-renewable sources. In this regard, scientists around the world consider 

photocatalysis to be a fascinating scientific method for producing fuels by absorbing solar energy. 

Ef

IEP IEP



Introduction                                                                                                                               CHAPTER 1 

11 

 

It has been demonstrated that the photoreforming of oxygenated compounds derived from biomass 

in the presence of some photocatalysts can occur easily and with good efficiency [102-105].  

1.10.2 Temperature 

The Arrhenius equation describes how the rate of photoreforming changes with 

temperature according to the activation energy of the limiting kinetic step. The movement of 

charge from the active sites on the surface of the irradiated material and the adsorbed species in 

the elementary steps of a photocatalytic reaction is a process driven by the absorption of light [106, 

107]. The dual use of solar radiation through both the effective use of light by the semiconductor 

and its local heating (photo-thermal process) [108, 109] is a process that offers evident advantages 

on the production of H2, especially taking into account the improvement of the efficiency of the 

photoreforming by increasing the temperature. It should also be noted that the performance of the 

photocatalytic processes under examination is considerably improved using reactors that are 

suitably designed and with particular configurations and symmetries with respect to the position 

of the irradiating source [110]. 

1.10.3 pH 

Photocatalytic activity can be influenced in various ways by the acidity or basicity of the 

solution used. In fact, the processes are affected by the pH value of the medium which can also 

significantly influence the energy position of the semiconductor bands, the redox potentials of the 

molecules, the speciation of the substrate and the extent of its protonation (for acidic or basic 

species), the surface charge of the semiconductor used, the electrokinetic potential (zeta potenzial, 

ɕ), the surface adsorption of the species involved in the reaction, the stabilization of reaction 

products or intermediates, and the aggregation of photocatalyst particles. While the surface 

reaction and charge transfer depend on the type of interface and therefore also strongly on the pH, 

the bulk structure of a photocatalyst is unlikely to change significantly as a function of pH [111].   

1.10.4 Substrate concentration  

Substrate concentration has a large impact on H2 production. As substrate concentration 

increases, the rate of H2 production increases to a certain point, but then begins to decrease as 

excessive amounts of substrate can compete with H2O adsorption [112]. 

Water is typically required for the stoichiometric synthesis of H2 in the photoreforming of 

oxygenated compounds. Consequently, the water/substrate ratio is crucial for the selectivity of the 

process, although it is possible to carry out some reforming processes in the absence of water such 

as for example the dehydrogenation of formic acid or the decomposition of formic acid. It should 

also be noticed that the water adsorbed on the photocatalyst surface can act as an oxidant forming 

intermediate hydroxyl radicals or function as a proton carrier, influencing the rate at which the 

reaction occurs [113, 114]. 

1.10.5 Catalyst quantity 

The amount of the photocatalyst, as in any heterogeneous photocatalytic reaction, is 

important and influences many parameters relating to photoactivity such as, for example, the 

reaction kinetics, and the yield and selectivity towards the products. It is necessary to establish 

experimentally the optimal amount of photocatalyst for the photoreactor used, taking into account 

not only the volume of liquid used but also the geometry of the photoreactor. Light scattering, 

transmission, and reflection should be minimized while ensuring that all or most of the incident 

photons are absorbed by the reacting system. In cylindrical photoreactors, for example, a 

commonly used methodology is to gradually add the powdered photocatalyst to the aqueous 

reacting system and measure the transmitted light with a radiometer until it reaches very low values 

close to zero. It can be assumed in this way that most of the photons remain in the reacting system 

and give rise to the formation of e-/h+ pairs which induce the reaction, or which recombine 
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generating heat. Obviously, determining the optimal amount of photocatalyst is not very easy for 

other photoreactor geometries [115-118]. 

1.10.6 Crystal structure 

The crystal structure was considered as an important factor influencing the photoactivity. 

In the case of TiO2, anatase is generally more active than brookite and rutile. In anatase TiO2, the 

oxygen vacancies can trap the photo-excited electrons, and it is easier for them to reach the Pt 

particles present on the surface which act as a trap and which are used in the case of H2 production. 

The low activity of rutile TiO2 can be attributed to the fact that the photoproduced electrons are 

trapped in intrinsic structural defect [119-121]. Surprisingly, brookite turned out to be very active 

in the production of H2 [22, 122]. Mixed phases of TiO2 were more active than pure ones [123-

125]. The transfer of electrons at the phase junction is important to produce H2, while lattice defects 

act as recombination centers for photoexcited e-/h+ with decreased photocatalytic performance. A 

good crystallinity significantly improves e- transport [126]. 

 1.10.7 Morphology modification 

In general, particle size is a fundamental aspect in electron-hole recombination and charge 

transfer which is mainly controlled by the quantum confinement [66]. Nanomaterials have been 

widely used in heterogeneous photocatalysis. The decrease of particle size is beneficial for the 

photocatalytic performance as electron-hole recombination is reduced relative to bulk materials 

[127-129]. Reducing particle size increases surface area and provides more surface sites. High 

photocatalytic performance has been observed in the photocatalytic reaction with smaller particle 

size and higher surface area for NaTaO3 [130]. The reason for this is the increased surface 

interaction capacity of electrons and holes instead of mass recombination [131].  

1.11 Photocatalytic water splitting  

Photocatalytic water splitting involves the breakdown of H2O into H2 and O2 and is an up-

hill reaction that is followed mainly by a positive shift in the Gibbs free energy (æGǓ = 237 kJ/mol) 

under standard temperature and pressure conditions. This reaction is similar to the photosynthesis 

by green plants, also known as artiýcial photosynthesis [132]. A scheme of photocatalytic 

generation of H2 in water systems is shown in Figure 1.9. This method is environmentally friendly 

and is gaining more and more importance in our globalized world [133]. In fact, it can be 

considered an independent procedure that allows the conversion of solar energy into chemical 

energy.  

 

Figure 1.9 H2 production in water system 
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The photocatalytic production of H2 is proportional to the amount of photogenerated 

electrons. To improve the efficiency of H2 production, the phenomena that consume photoexcited 

electrons must be avoided or reduced. Any process that tends to increase the formation of electrons 

must be given in great consideration; at the same time a photocatalyst must have a small band gap 

and reflection or scattering of incident light on its surface must be minimized to absorb more light.  

1.12 Photoreforming 

Photoreforming, on the other hand, along with water splitting involves the presence of 

organic compounds as sacrificial agents and increases the yield of H2 compared to the use of pure 

water and can contemporarily give rise to the formation of valuable chemicals. When the sacrificial 

compounds are bioavailable oxygenated organic species and the sunlight is the source of 

irradiation, the process has virtually zero net greenhouse gas emissions. The source of the organic 

substrate has a large impact on the overall sustainability [134]. 

1.13 Sacrificial agents 

Photocatalytic H2 production from water in the presence of different organic compounds 

i.e., sugars [31], aromatic compounds [135, 136], biomass [137], methanol [138], ethanol [139], 

ethylene [140], amino acids [141], fossil fuels [142], and lactic acids [143] has been carried out in 

the presence of different semiconductors. It was noticed that a significant amount of H2 was 

obtained through photoreforming reactions compared to what was found with simple water 

splitting. 

Most of the studies done using various organic compounds have been carried out by testing 

more or less sophisticated materials as photocatalysts to improve their performance but have also 

concerned mechanistic issues and the influence on the activity of the various organic compounds 

often used as sacrificial agents. Methanol is the most frequently used molecule as its simple 

structure allows an easier understanding of the reaction mechanisms. Particularly interesting for 

the photoreforming process are some bioavailable substrates such as glycerol, ethanol and sugars 

that come from biological substrates [111]. Notably, these molecules, in addition to functioning as 

sacrificial agents, can form high added value compounds by partial oxidation that occurs 

simultaneously and in tandem with the production of H2, discussed later. The type of sacrificial 

agent and the possibly used co-catalyst are two particularly important factors for the photocatalytic 

performance. In the following section, some sacrificial agents are discussed in more detail. 

1.13.1 Methanol  

Methanol is considered an ideal molecule for the production of H2, and in early research it 

was hypothesized that it was the best and ideal feedstock for photoreforming. The photoreforming 

of methanol, in fact, produces formaldehyde and formic acid and, after further oxidation, only H2 

and CO2. It is the most used sacrificial agent because it produces the greatest amount of H2 with 

the same initial concentration, but no valuable compounds are obtained from its partial oxidation 

[144, 145].  

1.13.2 Glucose  

Since the Gibbs free energy of the reaction has a negative value, the production of H2 from 

saccharides such as glucose reforming is thermodynamically advantageous. Hydrolysis of 

cellulose can provide glucose. Wastewater from food processing also has a high concentration of 

sugars. Consequently, a variety of catalysts for the photoproduction of H2 using glucose as biomass 

have been investigated and the presence of Pt has been shown to be essential for a good efficiency 

[112, 146, 147].  
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1.13.3 Fructose 

Fructose, derived from cellulose, can be used to produce high-value compounds in a 

sustainable mode. In particular, they can be used to produce ethanol, mannitol and sorbitol through 

hydrogenation, 5-hydroxymethyl furfural through dehydration, gluconic acid, arabinose and 

erythrose and H2 by partial oxidation [50, 148-154]. 

1.13.4 Glycerol  

It is very interesting to use glycerol as a sacrificial agent to produce H2 through the 

photoreforming reaction. Glycerol is produced and accumulated in large quantities as it constitutes 

approximately 10% of by-products from the biodiesel manufacturing industry. Consequently, it is 

considered a waste and its valorization by producing H2 and compounds with high added value by 

using the photocatalytic method in a green condition is desirable. Several photocatalysts have been 

tested with glycerol, but TiO2 was the most popular one [155-158].  

1.13.5 Ethanol 

Ethanol, which can be produced on an industrial scale from renewable biomass (cellulose 

or lignocellulose), is widely studied as a sacrificial agent for H2 production. The products formed 

from the photoreforming of ethanol are acetaldehyde and acetic acid which, however, can undergo 

further oxidation depending on the reaction times and the experimental conditions used. Some 

other products i.e., carbon dioxide (CO2), ethane (C2H4), methane (CH4), carbon monoxide (CO), 

and ethylene (C2H6) were also found [134, 159, 160].   

1.13.6 Furfuryl alcohol 

Furfuryl alcohol is used as an intermediate in the production of furoic acid and furfural 

which is widely employed in agrochemical, pharmaceutical and plastic industries and considered 

a large source of biofuel [56, 161-163].  

1.13.7 Triethanolamine 

Triethanolamine (TEOA) is widely used in paints, cosmetics, polymers and other fields, 

however, being an organic pollutant and a carcinogenic molecule it is harmful for human beings 

and animals when present in ecosystem [164]. Due to its complex structure, it can be interesting 

to combine its degradation process with photocatalytic H2 production [165, 166].  

1.14 High value-added products 

Hexose sugars, which derive from cellulose (an abundant biomass constituent), can be 

further dehydrated to platform molecules as 5-hydroxymethyl furfural (HMF) [167-170]. 

Particularly, glucose and fructose, the most abundant carbohydrates, can be used to produce high-

value compounds such as arabinose, erythrose, gluconic acids, and formic acid in a sustainable 

mode.  

Gluconic acid and its derivative compounds are widely used as flavoring and chelating 

agents to eliminate calcareous and corrosion pledges from metals in food, medicine, and cleansing 

agent industries. Worldwide, gluconic acid have 0.1 million tons production annually, mostly 

produced by the biotechnological techniques [31]. Formic acid is a common chemical intermediate 

utilized in the biochemical, agrarian, pharmaceutical, fabric, and rubber manufacturing industries. 

It's usually made from fossil fuels or as a derivative of the production of other compounds [171]. 

D-arabinose is required for the production of DNA, vitamin B2, and erythritol, which is used as a 

food sweetener [172]. D-Erythrose is a cancer preventive compound because it slows the formation 

of tumors in mice [173]. 
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1.15 Alcohols and aldehydes 

For the selective oxidation of aromatic alcohols to the corresponding aldehydes, industrial 

methods usually use organic solvents at severe conditions in the presence of chromate and 

permanganate ions as stoichiometric oxygen donors. This leads to high energy cost and dangerous 

waste which can be eliminated through efficient, green and cheap semiconductor materials. 

Aldehydes and their by-products have several applications in food, beverages, dyes, resins, 

fragrances and pharmaceuticals [174-177]. 

1.16 Organic drugs removal 

1.16.1 Advanced oxidation processes 

Water is the fundamental need of human beings, and its main sources are rivers, lakes, 

aquifers and the desalination of sea water which, however, is exploited in a more limited way. With 

the growth of population and industrialization, almost all water sources are contaminated mainly 

by agricultural and industrial waste. As a result, one of the biggest problems facing humanity in 

the 21st century may be the sustainable use of water. Scientific society is attracted to the 

development of sustainable and green technologies [178]. 

Due to the rapidly growing demand for various products to treat humans and animals, 

pharmaceutical companies are expanding significantly. Molecules of pharmacological importance 

present in drugs are widespread in the environment [179, 180]. In seawater, lakes, rivers, surface 

waters, urban wastewater and drinking water, their concentrations have been found to range 

between ng and Õg per liter [181-183]. Furthermore, it must be kept in mind that, due to their 

presence, synergistic interactions can occur in these water systems which generally significantly 

increase ecotoxicity [184]. 

Drugs are difficult to be removed from water systems through traditional wastewater 

treatment methods due to their particularly stable structure which hinders their complete 

degradation and their high hydrophilic properties [185, 186]. Traditional methods such as 

biological treatment [187], adsorption [188], nanofiltration [189], and membrane bioreactors [190] 

have been used for their removal, but these methods are often not very efficient and/or they give 

rise to a transfer of the pollutant rather than its total abatement [185]. In this context, drug 

metabolites are not completely removed thus increasing the concentration of drugs in wastewater 

from treatment plants [191]. Therefore, alternative technologies have been developed [179]. 

Among the different methods for drug removal, advanced oxidation processes (AOPs) can 

be considered economical, flexible and highly efficient technologies to destroy persistent organic 

molecules [192, 193]. AOPs are generally known for in situ production of strongly and unselective 

oxidizing species such as hydroxyl radicals (ÅOH), O3, H2O2, and superoxide anion radicals (O2
Åī). 

These species almost always cause complete mineralization to CO2, H2O and inorganic compounds 

of the attacked molecule and, under certain operating conditions, could be preferred from an 

environmental point of view [194]. For example, they are highly effective in providing clean 

drinking water free of organic, inorganic substances and microorganisms [195]. The main 

advantage of AOPs compared to other available methods, however, is that they are completely 

ecological not only because they do not involve the removal of pollutants from one place to another 

(think for example of the precipitation of pollutants by chemical substances or their adsorption) 

but also do not produce large quantities of harmful waste [196, 197]. 

AOPs can be used alone or in combination with biological and physico-chemical processes, 

depending on the properties of the wastewater to be treated and the purposes of the treatment. In 

principle, process coupling is advantageous because it generally increases the efficiency of the 

treatment. For example, AOPs could be used as a pre-treatment step to transform originally 

biorecalcitrant molecules into other more easily biodegradable species, which would then be 

subjected to biological post-treatment. However, for drugs containing biodegradable substances, 
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biological pre-treatment following chemical post-treatment might also be desirable since, even if 

biodegradable substances can be easily eliminated initially, the effectiveness of biodegradation is 

not comparable to that of a chemical oxidizing treatment [198]. 

All AOPs involve the in-situ production of the main oxidant species and the consequent 

combination of these species with contaminants. Reactor design and drug composition have an 

impact on the formation of the reactive species, which are mainly radicals. In addition to radicals 

scavenging, other factors including hydrodynamics and mass transfer of radicals are crucial to 

effectively destroy drugs [178]. Different types of AOPs are illustrated in Figure 1.10. Here we 

discuss heterogeneous photocatalysis. 

 

Figure 1.10 Different advanced oxidation processes  

Heterogeneous photocatalysis is an example of AOP and it has been extensively studied 

over the past two decades and applied to drug degradation. This method appears to be more 

effective than other AOPs since some semiconductors are generally economic and non-selective, 

i.e. they can easily mineralize a large variety of toxic organic molecules [199, 200]. The molecules 

can be degraded in subsequent steps and are transformed into non-toxic products until complete 

mineralization into H2O and CO2 and any inorganic ions containing heteroatoms present in the 

treated organic molecules [201]. The photocatalytic mechanism of drug degradation is reported in 

Figure 1.11: 

 

Figure 1.11 Photocatalytic mechanism of drugs degradation  
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In this study, attention was placed on commonly used organic drugs such as tetracycline, 

oxytetracycline and lincomycin.  

1.16.2 Tetracycline 

Tetracycline (TC), a traditional antibiotic, is widely employed in medicine for the 

prevention and cure of infectious diseases in humans and animals [202]. TC contains different 

functional groups, such as acylamino, phenolic hydroxyl, dimethylamino, and ketone enol 

conjugated double bond structure. TC, together with sewage, is directly released into ecological 

systems because it cannot be completely absorbed by organisms [203]. Additionally, when 

excessive doses of TC enter the human body, problems like nausea, vomiting, and kidney failure 

can occur [204]. So, it is important to develop a technology that can degrade TC at an affordable 

cost.  

1.16.3 Oxytetracycline 

Oxytetracycline (OTC) that belongs to the family of tetracycline is a widely used antibiotic 

for human and animal beings [205]. OTC is used to treat a variety of diseases, including 

pneumonia, chronic bronchitis, and urethritis, as well as for boosting animal growth. Due to its 

worldwide application, OTC has been found within the range of mg L-1 to Õg L-1 in soil, fresh 

water and wastewater treatments plants [48, 206]. Due to bioaccumulation, OTC is harmful to 

aquatic organisms and ecosystems when it is released into water supplies. It can harm the natural 

cycle of the ecosystem and environment [206]. Therefore, it is necessary to create an effective 

technique to remove OTC from water supplies.  

1.16.4 Lincomycin 

Lincomycin (LCM), one of the commonly used antibiotics, has been found in natural water 

and wastewater treatment plants [207, 208]. LCM is resistant to degradation owing to its stable 

structure and physicochemical characteristics [209]. In aquatic ecosystems, the use of LCM may 

lead to bacterial resistance and the dissemination of resistance genes [210, 211]. It is unfortunate 

that some research has indicated that these resistant genes can be transferred from animals to 

humans through food chains [212]. Furthermore, it has a number of hazardous effects on 

organisms, including genotoxicity and growth inhibition [213]. 

1.17 Photocatalytic Reactors  

In general, the photoreactors used should have some characteristics necessary to correctly 

obtain the concentration data of both the substrate in the liquid phase and the H2 in the gaseous 

phase. First of all, the reactor volume should be sealed appropriately during the reaction to avoid 

the inlet of air which could decrease the efficiency of the reduction reaction. Furthermore, the 

exchange of gaseous species between the reactor and the external environment could compromise 

the correct determination of the H2 developed. For this reason, all the ports of the reactor should 

be equipped with valves inert materials made. Moreover, a common feature of all photocatalytic 

devices is a suitable positioning of the radiation source with respect to the reagent volume. Indeed, 

it is very important to have a uniform distribution of the radiant field within the reactant volume. 

For irradiation systems placed outside the reactor, there are no particular problems, while in the 

case of lamps immersed directly in the reactant volume, it is necessary to seal the casing containing 

the reactor and the lamp. 

Another important characteristic of the reacting system is the presence of a headspace 

which allows the accumulation of the gaseous species produced during the reaction. At least three 

ports are required at the top of the reactor: the first one to allow an inert gas to bubble into the 

liquid dispersion in order to purge the O2 present in the headspace and avoid its dissolution in the 

reacting volume. The second and third ones from which gas and liquid can be withdrawn, 

respectively. As far as the continuous reactors are concerned, what has been said previously 
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regarding tightness remains valid. However, continuous systems often do not allow accurate 

chromatographic analysis of H2 due to its low productivity. Therefore, it is necessary to provide 

an accumulation volume of H2 at the outlet which allows it to be separated from the liquid phase. 

The reactor configuration, in general, is shown in Figure 1.12.  

 

Figure 1.12 Reactor configuration for photocatalytic H2 production  
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CHAPTER 2 

2. State of the art 

2.1 Photoreforming of biomass derivatives 

Several studies are in progress to minimize the energy crises and find alternative fuels such 

as hydrogen gas through the photoreforming of biomass derivatives by means of different TiO2 

based and alternative TiO2 photocatalysts.  

Jiang et al. [144] investigated methanol photoreforming in the presence of commercial TiO2 

(P25) loaded with Pt obtaining a H2 productivity of 3800 Ñ 130 mmolg
-1 h-1. Yang et al.  [214] 

used the synthesized TiC@C-TiO2 for the photoreforming of methanol (initial concentration: 

16.66%) and the produced H2 was 558.46 ɛmol g-1. Yuan et al. [215]  investigated MoS2/TiO2 

photocatalyst (1 g/l) for the photoreforming of methanol (initial concentration: 10%), H2 

production was 2145 ɛmol gï1 hï1, 36.4 times higher than TiO2 nanosheets." 

The selective glucose oxidation to gluconic, formic, levulinic and lactic acids and to 

arabinose and erythrose is particularly attractive because they are platform chemicals industrially 

employed. In particular, gluconic acid and its derivatives are largely applied in pharmaceutical, 

detergents and food industries [216, 217]. Fructose is the monomer of cellulose which can be 

converted into 5-hydroxymethylfurfural in a catalytical reaction carried out in hot compressed 

water by microwave heating or can be converted selectively in lactic acid by using 

BiOBr/Zn@SnO2 material. Bellardita et al. [31] studied the photoreforming of glucose using 

different Pt-TiO2-based photocatalysts obtaining H2 and high added-value products at the same 

time. Cai et al. [218] synthesized a novel biochar supported CdS/TiO2 catalyst tested for the 

photoreforming of glucose. The H2 production was of ca. 12.77 mmol gï1Ŀhï1 and the selectivity 

towards acetic acid was 63.94% in 25 mM of NaOH solution, while a formic acid selectivity of 

60.29% and a H2 production of 10.29 mmol g
ï1Ŀhï1 ca. was observed in 3 mM Na2CO3 solution.  

Eisapour et al. [219] obtained H2 and liquid products such as 1,3-dihydroxyacetone and 

glyceraldehyde in liquid phase from glycerol photoreforming by using NiO-TiO2 photocatalysts.  

In this work TiO2 is selected due to its characteristics such as non-toxicity, cheap, low 

environmental impact, significant oxidizing power, outstanding photocatalytic activity, and long-

term photostability [220-222], as previously discussed; photocatalysts alternative to TiO2 were 

explored in order to overcome some of the limitations of TiO2 such as UV light activation and low 

selectivity towards selected chemicals in photocatalytic syntheses. In particular, commercial and 

home prepared TiO2 and TiO2-based photocatalysts were synthesized by different methods and 

used in the presence of different biomass derivatives used as sacrificial agents. The three crystalline 

phases of TiO2 were investigated in different reactors and light intensity first in the lab and later 

on a pilot plant scale photoreactor. TiO2 was modified with some other catalysts such as Cu2O, 

CuO, Nb2O5, and platinum by means of ball milling or photodeposition, respectively to improve 

the photocatalytic efficiency for H2 production.  

Table 2.1 summarized some literature results related to the use of TiO2 based catalysts for 

the photocatalytic hydrogen production in the presence of different sacrificial agents. 
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Table 2.1 TiO2-based catalysts used for H2 production 

 

2.2 Partial oxidation of HMF and alcohols 

2.2.1 HMF 

HMF is a promising and useful biomass derivative because its further oxidation produces 

value-added compounds such as 2,5-diformylfuran (FDC), 5-formyl-2-furancarboxylic acid 

Photocatalyst Light 

source 

Catalyst 

loading 

g/L 

Sacrificial 

agent 

H2 

production 

rate  

[mmol h-1g-1] 

Irradiation 

time [h] 

References 

NiO-TiO2 UV 300 W 

High 

pressure 

Hg lamp, 

ɚ > 400 

nm 

0.2 Methanol  813 >5 [223] 

Cu2O/TiO2 300 W 

xenon 

lamp,  ɚ > 

420 nm 

1 Methanol 24.83 10 [224] 

Cu2O/TiO2 visible 

light,  ɚ > 

400 nm 

0.21 Ethylene 

glycol 

130 - [225] 

NiOx-TiO2 500 W 

high-

pressure 

Hg lamp 

0.02 Glycerol  0.320 4 [226] 

Pt-P25 Natural 

sun light 

1 Glucose  2218    

ɛmol.g-1  

3.5 [227] 

Pt-TiO2 -W0.25 Natural 

sun light 

1 Glucose 3734 

ɛmol.g-1 

3.5 [50] 

Cu-TiO2 500W 

halogen 

lamp, ɚ > 

400 nm 

0.4 Methanol 0.283 5 [228] 

Fe2O3-TiO2 300W Xe 

lamp, ɚ Ó 

420 nm 

0.34 Na2S/Na2S

O3 

7.253 7 [229] 

Au-Graphene-

TiO2 

3W LED 

lamp, 

ɚ=420 nm 

0.625 Methanol 0.296  [230] 

Pt-Cu2O-P25 125W Hg 

lamp 

0.3 Glycerol  0.17 5 [55] 

Fe-CaIn2O4-

TiO2Ni/NiO/Na

TaO3 

450W Hg 

lamp 

0.6 Methanol 0.013 4 [231] 

Pt-AgGaS2-

TiO2  

450W Hg 

lamp, ɚ > 

420 nm 

1 Na2S/Na2S

O3 

4.2 3.5 [232] 

Pt-Fe-CaIn2O4-

TiO2 

300 W Xe, 

ɚ Ó 420 

nm 

0.2 KI 0.28 5 [233] 

Pt-Ta2O5- In2O3  300 W Xe, 

ɚ Ó 420 

nm 

1.5 Methanol 0.01 8 [234] 
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(FCA) and 5-hydroxymethyl-2-furan carboxylic acid (HMFCA) [235-237]. FDC is used in the 

pharmaceutical industry, as antifungal agent, for the synthesis of organic substances and cross-

relating agents of poly vinyl alcohol to be used in batteries; HMFCA is an interleukin inhibitor 

used in medical field [238]. For the oxidation of HMF into FDC, noble metal-based catalysts are 

used which, although they are very effective, are also very expensive and unstable catalysts. As a 

result, it can be challenging to design high performance heterogeneous catalysts based on non-

precious metals for the oxidation of HMF to FDC.   

Ilkaeva et al. [239] investigated the oxidation of 5-hydroxymethylfurfural (HMF) to 2,5-

furandicarboxaldehyde (FDC) through polymeric carbon nitride-hydrogen peroxide adduct (PCN-

H2O2) under natural solar light with a HMF conversion and a FDC selectivity of 21 and 88 % 

respectively. Siyo et al. [240] obtained a selectivity towards 2,5-furandicarboxylic acid (FDCA) 

higher than 90% through the oxidation of HMF by using Pd/ZrO2/La2O3 as the photocatalyst. The 

intermediate products formed were 5-hydroxymethyl-furan-2-carboxylic acid (HMFCA) and 5-

formyl-furan-2-carboxylic acid (FFCA).   

2.2.2 Alcohols  

One of the main objectives of recent studies on organic synthesis is to replace 

environmentally harmful conditions of the industrial process with green and sustainable ones. 

Among these, the selective oxidation of hydroxyl groups to carbonyl ones has a major impact [241, 

242]. 

Bellardita et al.  [243] explored the selective oxidation of different alcohols: benzyl alcohol 

(BA), 4-methoxy benzyl alcohol (4-MBA) and piperonyl alcohol (PA) towards the corresponding 

aldehydes by using P-doped graphitic carbon nitride (g-C3N4) in pure water and simulated solar 

light irradiation. Qamar et al. [244] investigated the selective oxidation of 4-MBA (conversion >95 

%, selectivity >99%) and 4-nitrobenzyl alcohol (4-NBA) (conversion >85 %, selectivity >99%) 

into their corresponding aldehydes in the presence of Pt-Bi2WO6. Qing et al. [245]  synthesized 

Ni-Au modified g-C3N4 photocatalyst by a step-by-step photodeposition method and tested it for 

the production of H2 (471.35 ɛmol gcatī1hī1) and furfural formation (206.19 ɛmol gcatī1hī1) from 

furfural-alcohol aqueous solution. Table 2.2 shows the oxidation of different alcohols to their 

corresponding aldehydes with different catalysts. 
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 Table 2.2 Partial oxidation of different alcohols to their corresponding aldehydes over 

different catalysts in the presence of water or different solvents3  

 

Catalyst Alcohol Products Catalyst 

dosage 

(g/l) 

Solvent Initial 

concentration 

(mmol) 

References 

 

TiO2 (HP) BA 

2-MBA 

3-MBA 

4-MBA 

2,4 DMBA 

4-HBA 

4-H-3-MBA 

(x=50%) 

BAld (S=22%) 

2-MBAld (S=56.5%) 

3-MBAld (S=35%) 

4-MBAld (S=70%) 

2,4 DMBAld 

(S=60%) 

4-HBAld (S=13%) 

4-H-3-MBAld 

(S=1.8%) 

0.2 Water 1 [246] 

Ti3C2-

TiO2 

(MT5) 

FA (XÓ 99%) 

CA (XÓ 99%) 

VA (X= 43%) 

FAld (SÓ99%) 

CA (SÓ99%) 

VA (SÓ 99%) 

0.015 ACN 

 

0.5 [247] 

PdOx-

WO3 

2-propanol 

(X=  96%) 

 

Acetone 

(SÓ 80%) 

1 Water 130 ɛmol [248] 

ZnIn2S4 BA 

(X=69.8%) 

 

BAld (S=86.1%) 

 

0.08 - 0.5 [249] 

Au/CuO BA 

(X=58.5%) 

 

BAld (S=98.2%) 

 

0.1 g in 

10 mmol 

BA 

No 

solvent 

10 [250] 

Au/MnO2 BA 

(X=12.2%) 

 

BAld (S=87.7%) 

 

0.1 g in 

10 mmol 

BA 

No 

solvent 

10 [250] 

Au/NiO BA 

(X=40.7%) 

 

BAld (S=68.7%) 

 

0.1 g in 

10 mmol 

BA 

No 

solvent 

10 [250] 

Au/CoOx BA 

(X=28.7%) 

 

BAld (S=71.6%) 

 

0.1 g in 

10 mmol 

BA 

No 

solvent 

10 [250] 

Au/Fe2O3 BA (X=35%) 

 

BAld (S=72.1%) 

 

0.1 g in 

10 mmol 

BA 

No 

solvent 

10 [250] 

Au/Cr2O3 BA (X=3.3%) 

 

BAld (S=94.8%) 

 

0.1 g in 

10 mmol 

BA 

No 

solvent 

10 [250] 

Au/Al2O3 BA (X=30%) 

 

BAld (S=98.2%) 

 

0.1 g in 

10 mmol 

BA 

No 

solvent 

10 [250] 

Au/SiO2 BA 

(X=30.1%) 

 

BAld (S=98.2%) 

 

0.1 g in 

10 mmol 

BA 

No 

solvent 

10 [250] 

3 wt. % 

Au/Ni3Al 

HT 

Phenylethanol 

(X=89.1%) 

 

Acetophenone 

(S= > 99%) 

 

0.05g in 

0.5mmol 

of 

Phenyleth

anol 

 

Benzotrifl

uoride 

0.5 [251] 

Au/CeO2 PA 

(X= 46%) 

PAld (S=100%)  No 

solvent 

 [252] 

Au/CeO2 

PA 

(X= 68%) 

 

 

PAld (S=100%)  No 

solvent 

 [252] 
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2.3 Organic drugs removal 

The first photochemical oxidation of TC was reported by Davies et al. [253] in 1979 who 

studied the behavior of TC under UV light irradiation. The Authors demonstrated that the process 

proceeds by several steps through photo-deamination of TC followed by the interaction of the 

formed tetracycline radical with molecular oxygen forming a peroxyl radical, which abstracts H2 

giving rise to a hydroperoxide. Finally, hydroperoxide decomposes losing water. Addamo et al. 

[254] carried out the photocatalytic degradation of three different drugs, i.e. tetracycline, 

lincomycin, and ranitidine in the presence of TiO2 powders (Degussa P25 and Merck) under UV 

irradiation. TC was almost completely mineralized in the presence of TiO2 Degussa P25, whereas 

the initial TOC of ranitidine and lincomycin was reduced by 60% ca. Table 2.3 shows the results 

of TC degradation with different catalysts.  

The photocatalytic method in the presence of persulfate (PS) and Fe3O4/MIL-101(Fe) 

allowed the occurrence of 87.1% degradation of 70 mg L-1 of OTC in 60 minutes [277]. MWCNTs-

CuNiFe2O4 nanomaterials were utilized to effectively remove OTC from aqueous solution 

containing persulfate [278]. Excellent adsorption characteristics toward OTC were shown by the 

MWCNTs-CuNiFe2O4 combination, which also successfully activated potassium persulfate (KPS) 

for drug removal. By using 10 mg L-1 catalyst with an initial concentration of OTC equal to 300 

mg L-1, 88.6% degradation was achieved. SO4
- and ÅOH radicals capturing agents such ethanol 

and isopropyl alcohol were used to investigate the reaction mechanism. The outcomes showed that 

the presence of these quenching agents reduced the removal effectiveness of MWCNTs-

CuNiFe2O4 confirming the active role of these radicals in the degradation process.  

Di Paola et al. [279], investigated the degradation and mineralization of lincomycin (LCM) 

with three different concentrations (10, 20, and 50 ppm) under UV irradiation in a Pyrex batch 

reactor with commercial TiO2 Degussa P25. Sulfate, ammonium, and nitrate ions were formed as 

a result of the LCM mineralization. 

Gao et al. [280], synthesized ZnIn2S4 photocatalyst and tested it for the degradation of 

LCM, within 90 minutes under visible light the complete degradation was observed with pseudo-

first-order constant of 0.0285 minī1.  

TiO2-based nanomaterials, including TNAs (TiO2 nanotube arrays), TNWs/TNAs (TiO2 

nanowires on nanotube arrays), Au-TNAs, and Au-TNWs/TNAs, were developed for enhanced 

photocatalytic degradation of antibiotics in aquaculture wastewater [281]. TNWs/TNAs showed 

higher activity than TNAs due to larger surface area. Au-TNWs/TNAs showed the highest activity 

under UV-VIS or VIS irradiation exhibiting 100% efficiency in 20 minutes (LCM concentration 

500 ng mL-1) with reaction rates of 0.26 min-1 and 0.096 min-1, respectively. The high activity of 

Au-TNWs/TNAs can be ascribed to the synergistic effects between high surface area and surface 

plasmonic effect in Au nanoparticles. Augugliaro et al. [282] reported that LCM is broken down 

by photocatalytic oxidation in aqueous suspensions of Degussa P25 polycrystalline TiO2, using a 

hybrid system consisting of a solar photoreactor and a membrane module. The initial LCM 

concentration was 20 ÕM. The reported kinetics are pseudo-first order with high membrane 

rejection for LCM and its oxidation products. 
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Table 2.3 Results related to TC degradation with different photocatalytic systems4  

Photocatalyst Irradiation TC 

Concentration 

(mg Lī1) 

Catalyst 

quantity 

(g L-1) 

TC 

degradation 

Refrences 

TiO2 Ultraviolet 32.44 0.5 100% 

50 % 

mineralization 

[257] 

CïNïS tri doped TiO2 

 

Visible light 5.0 0.5 99% 180 min 

26 % 

mineralization 

[258] 

Ŭ-Fe2O3/TiO2 500 W 

Halogen 

 

30 0.614 97.5% [259] 

Cu2OïTiO2 
Cu2O coupled with 

TiO2 nanotubes 

Visible light 100 1.5 100%, 60 min [260] 

MWCNT/TiO2 nano-

composite 

UVC 

irradiation 

10 0.2 100% 100 min 

37.3% 

mineralization 

[261] 

TiO2@g-C3N4 Xenon 

Lamp 

20 0.1 100% [262] 

Graphitic carbon 

nitride 

Visible 

Light 

10 1 77% 120 min [263] 

5-PANI/CuFe2O4 UV-Vis 50 0.1 86% 120 min 

95 % 

mineralization 

[264] 

Bi2Ti2O7 (BTO) Visible light 25 0.1 88.2% 150 min [265] 

CuO/Fe2O3 UV 20 0.05 88% 50 min [266] 

ZnO/ɔ-Fe2O3 UV-visible 

light 

 

30 0.01 88.52% 150 

min 

[267] 

Black graphitic carbon 

nitride (CN-B) 

UV-Vis 30 0.05 92% 120 min [268] 

AgI/BiVO4 300 W 

Xenon lamp 

20 0.03 94.91% 60 min 

90.5 % 

mineralization 

[269] 

UiO-66-NDC/PïC3N4 UV Visible 

light 

30 1 95% 120 min 

49 % 

mineralization 

[270] 

3% SnO2/g-C3N4 Visible 

Light 

30 0.5 95.90%   120 

min 

[271] 

[(L1(Ag4I7)]CH3CN Visible light 20 0.01 97.91% 180 

min 

[272] 

ZnO/NiFe2O4/Co3O4 Natural solar 

Light 

30 0.02 98% 20 min 

90 % 

mineralization 

[273] 

Bi2Sn2O7/Bi2MoO6 300 W-

Xenon lamp 

20 0.035 98.7% 100 min 

56.4 % 

mineralization 

[274] 

MIL-88A Visible light 200 0.25 99.8% [275] 

UiO-66-

NH2@WO3/CC 

Visible 

Light 

20 0.02 100% 60 min [276] 

 

As a highly effective metal-free photo-catalyst, graphitic carbon nitride (g/C3N4) shows 

promising behaviour for the degradation of drugs. By adjusting the energy band, improving charge 

extraction, and adding a co-catalyst, the photocatalytic activity of g/C3N4 was enhanced and both 

the degradation rate and conversion degree of LCM under visible light irradiation increased [283]. 

Carbon quantum dots (CDs) were added as cocatalysts to improve the formation of Ͻ/Ϝ ; 

graphene oxide (rGO) was employed to improve the charge mobility. The most active improved 
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photocatalyst resulted CD-rGO-O-g/C3N4 exhibiting a tenfold increase in degradation rate when 

compared to the original g/C3N4. After 180 minutes, 99% degradation was achieved starting from 

an initial drug concentration of 100 mg L-1. The active species, such as /Ϝ Ͻ, ÅOH, and h+, 

contribute differently to the degradation for each photocatalyst.  

Metal-organic frameworks (MOF)-based photocatalytic treatment of LCM using Basolite 

F300 as catalyst in the presence of two oxidants (H2O2, S2O8
2-) was reported by Kontogiannis et 

al. [284] . Results showed that the drug elimination was completed within 2 hours, and the oxidant 

concentration (0ï300 mg/L) affected the process rate. The best concentration to attain maximum 

degradation was 100 mg/L for both oxidants. After 120 minutes, just 8% of MOFs was degraded 

according to photolysis studies. The photo catalyst BasoliteÈ F300 was activated using H2O2 as 

an oxidant in order to study the photo catalytic process. MIL-100 surface iron sites showed Fenton-

type activity, which synergistically increased degradation. When H2O2 was added, the rate of 

degradation increased to 95% in 90 minutes, indicating catalyst activation and a conceivable 

heterogeneous photo-Fenton reaction involving Fe-sites and H2O2. 
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2.4 Aim and structure of the work 

The aim of this work consists of three parts: 

1. The production of high value chemicals and H2 through photoreforming of different 

sacrificial agents in the presence of TiO2 modified and alternative photocatalysts.  

2. Partial oxidation of aromatic alcohols and HMF. 

3. Removal of organic drugs 

In particular, the first part will be covered in Chapter 4 to Chapter 7. In Chapter 4-I, the 

photoreforming of aqueous glucose and fructose solutions in the presence of 0.5 wt% Pt-loaded 

homemade bare and Nb2O5-TiO2 catalysts was investigated to maximize the activity of titania for 

both hydrogen and valuable chemical production. Chapter 4-II focused on comparison of noble 

metal loaded (Pt-TiO2) and noble metal free catalysts (Cu-TiO2) for photoreforming glucose and 

fructose at ambient conditions with the aim of linking the photoactivity to some structural and 

surface characteristics. In Chapter 5, MBi2O4-TiO2 P25 (M = Cu, Ni, Co, Zn) were successfully 

synthesized by a simple ball milling method by varying some parameters. The noble metal-free 

TiO2-based photocatalysts were used to carry out the partial oxidation of glucose and glycerol with 

simultaneous H2 production under simulated solar light irradiation. In Chapter 6, the photoactivity 

of TiO2 and non-TiO2 (ZnIn2S4) catalysts was compared for the H2 production in the presence of 

different sacrificial agents (furfuryl alcohol, methanol and triethanolamine). Furfuryl alcohol also 

produced the formation of furfural in parallel with that of H2. In Chapter 7-I, the commercial 

samples (Cu2O-P25) prepared through ball milling were tested for production of hydrogen through 

photoreforming of biomass derivatives (glycerol, glucose, ethanol and biodiesel wastewater) on a 

pilot plant scale photoreactor under direct sunlight in green conditions. In this study, the effect of 

Cu2O percentages and ball milling parameters such as rotation speed and time was studied. 

Chapter 7-II covered the investigation of home prepared catalyst (HP) modified with Cu2O via 

ball milling for photocatalytic hydrogen production through photoreforming of glycerol, formic 

acid, ethanol, and glucose at a pilot plant scale photoreactor.  

The second part will be mainly described in Chapter 8 and 9. In Chapter 8, the ternary 

chalcogenide ZnIn2S4 was prepared by a simple hydrothermal method in which the carcinogen 

thioacetamide, universally used as a precursor, has been, for the first time, replaced successfully 

with the harmless thiourea. ZnIn2S4 was tested for the partial oxidation of different aromatic 

alcohols to their corresponding aldehyde in water solution under simulated solar light irradiation. 

The photocatalytic performance of ZnIn2S4 was compared with that of TiO2 P25. In Chapter 9, 

the partial oxidation of HMF to high value compounds under green conditions was investigated by 

using various photocatalysts and irradiation sources. In particular, TiO2 based and alternative 

photocatalysts (Bi2O3, Cu2O, C3N4, ZnIn2S4) were chosen with the aim of not only increasing the 

activity but also the selectivity in the partial oxidation of HMF under environmentally friendly 

conditions.  

The last part of work will cover Chapter 10 in which the degradation of organic drugs 

such as tetracycline, oxytetracycline and lincomycin was described in the presence of different 

photocatalysts. In this study, mineralization of drugs was also investigated.  
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CHAPTER 3 

3. Materials and methods 

3.1 Chemicals 

Titanium tetrachloride, hydrochloric acid, ethanol, titanium(IV) isopropoxide named as 

TIP, niobium(V) chloride, Pluronic P127, copper(I) chloride, niobium(V) chloride, platinum 

chloride, zinc chloride, thiourea, benzyl alcohol, benzaldehyde, benzoic acid, 4-nitrobenzyl 

alcohol, 4-nitrobenzaldehyde, 4-nitrobenzoic acid, 4-methoxybenzaldehyde, 4-methoxybenzoic 

acid, 2-hydroxybenzyl alcohol, 2-hydroxybenzyl aldehyde, 2-hydroxybenzoic acid, 4-

hydroxybenzyl alcohol, 4-hydroxybenzyl aldehyde, 4-hydroxybenzoic acid, furfuryl alcohol, 

furfural, 2-furoic acid, piperonyl alcohol, piperonal, piperonylic acid, cinnamyl alcohol, cinnamic 

aldehyde, cinnamic acid, vanillyl alcohol, vanillin, vanillic acid, melamine, zinc acetate dehydrate, 

niobium(V) oxide, glucose, fructose, arabinose, erythrose, gluconic acid, formic acid, glycerol, 

cobaltous nitrate hexahydrate, nickel(II) nitrate hexahydrate, zinc nitrate hexahydrate, citric acid 

were purchased from Sigma-Aldrich. 

Indium chloride from Labfor, 4-methoxybenzyl alcohol from Fluka, Copper(II) nitrate 

trihydrate Cu(NO3)2ϊ3H2O and bismuth(III) nitrate pentahydrate Bi(NO3)3ϊ5H2O from Merck and 

were used without further purification.  

The commercial samples used were titanium dioxide from BDH, Aeroxide P25 and 

copper(I) oxide (Cu2O) from Riedel-de Ha±n. Ultrapure deionized water was used throughout the 

study. 

3.2 Analytical determinations 

3.2.1 HPLC-1 

HPLC-1 was employed for the identification of high value chemicals in the case of glucose, 

fructose, glycerol, furfuryl alcohol and HMF used as sacrificial agents. 

A Thermo Scientific Dionex ultimate 3000 HPLC, equipped with a Diode Array and 

refractive index detectors, was used for the quantitative determination of glucose and fructose and 

for identifying their reaction products. The eluent was a 2.5 mM H2SO4 aqueous solution, the flow 

rate was 0.6 mL/min and the column was a Phenomenex REZEK ROA H+ Organic acid H+.  

3.2.2 HPLC-II 

HPLC-1I was used to examine the degradation of aromatic alcohols into their 

corresponding aldehydes and also for removal of organic drugs.  

A Beckman coulter HPLC apparatus supplied with a Diode Array detector was used to 

identify and to calculate the concentrations of the substrates and of the produced intermediates. A 

Phenomenex KINETEK 5 ɛm C18 column was used, and the eluent (flow 0.8 mL min-1) consisted 

of a mixture of acetonitrile and 13 mM trifluoroacetic acid (20:80 v:v). Standards of alcohols and 

their intermediates allowed to identify the products and to obtain the calibration curves. 

3.2.3 GC 

On lab scale, a HP 6890 Series GC System equipped with a Supelco packed column GC 

60/80 CarboxenTM-1000 and a thermal conductivity detector (TCD) was used to measure the 

content of H2 and CO2 during the reactions carried out in the lab.  

During the pilot plant scale study, an Agilent Technologies MicroGC 490 micro gas 

chromatograph with a thermal conductivity detector (TCD) and a CP MolSieve 5A column channel 

(10 m, with retention time stability and backflush) was used for the quantification of the generated 
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H2, which was evaluated online with an average determination error of less than 2.5%. 

Measurements were done every 10 minutes. The transformation of the area peak into % of H2 was 

done thanks to a calibration curve carried out with mixtures of H2 and N2 of known concentration.  

3.2.4 Photons absorbance 

A radiometer was used to check the optimum amount of the photocatalysts able to absorb 

ca. 90% of the photons emitted by the lamp by performing transmittance measurements. 

3.2.5 Intensity of solar radiation  

The solar irradiation was measured (WĿm-2) every minute using a radiometer (Kipp & 

Zonen CUV3, 280-400 nm) installed on a platform at the same angle as the compound parabolic 

collector (CPC) (37Ü, local latitude).  

3.2.6 Temperature  

Using a Pt100 (HD2107.2-Data Logger Centesimal Thermometer Pt100) dipped in the 

reaction mixture inside the tank, the temperature was recorded.  

3.2.7 pH 

The pH was measured by using a multimeter (CRISON GLP22) 

3.2.8 Total organic carbon (TOC) analyzer 

Total organic carbon (TOC) was measured using a TOC Shimadzu 5000A analyzer, which 

was equipped with an autonomous auto sample injector ASI 5000 A, to monitor the mineralization 

of the drugs.  

For pilot plant scale study, a TOC analyzer (Model TOC-L CSN, Shimadzu, Japan) was 

used to measure the dissolved organic carbon (DOC).   

3.2.9 UVïvis spectrophotometry 

A UV-visible Shimadzu 2401 PC spectrophotometer was used to record the absorption 

spectra of the samples that were taken during the runs.  

For pilot plant scale study, glycerol concentration was analyzed by using a colorimetric 

analysis, in which a dark pink color was produced (Quinoneimine Dye intermediate) that can be 

determined by UVïvis spectrophotometry at a wavelength of 500 nm. 

3.2.10 Ionic chromatography 

Carboxylic acids formed during the photocatalytic reaction, before the complete 

mineralization of sacrificial agents, were determined by using ionic chromatography (940 

Professional IC Vario adapted with the 942 extension module, Metrohm AG, Switzerland). The 

system was established in a METROSEP A Supp 7ï250 (250 mm Ĭ 4.0 mm ID) column with a 

gradient of Na2CO3 0.53 gĿL
ī 1/H2O as the mobile phase and a flow rate of 0.7 mLĿminī 1.  

3.2.11 ICP-MS 

ICP-MS (iCAP TQICP-MS, Thermo Scientific) was used for measuring the dissolved Cu 

with a standard deviation of less than 2% and a limit of detection of 2.2 ng·Lī1. 

3.3 Materials characterizations  

3.3.1 X-ray diffraction (XRD) 

X-ray diffraction (XRD) patterns of the investigated powders were obtained by a Philips 

diffractometer (operative at a current of 30 mA and a voltage of 40 kV) using the CuKŬ radiation. 

The morphology was examined by scanning electron microscopy (SEM) using a Nova NanoSEM 

instrument. A small amount of powder samples was placed on carbon tape attached to a stainless-

steel stub. 
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3.3.2 Diffuse reflectance spectroscopy (DRS) 

The UV-Vis diffuse reflectance spectra (DRS) were acquired in the 200-800 nm 

wavelength range at room temperature using a Shimadzu UV-2401 PC spectrophotometer with 

barium sulphate (BaSO4) as the reference material. Band gap values were calculated by plotting 

the modified Kubelka-Munk function, [F(RôÐ)Ŀhɜ]
İ, against the energy of the stimulating light.  

3.3.3 BrunauerïEmmettïTeller (BET)  

The specific surface areas (SSA) were determined in a Flow Sorb 2300 apparatus 

(Micromeritics) by using the single-point BET method. 

3.3.4 Raman spectroscopy  

Raman spectra of the samples were recorded using a BWTek-i-micro Raman Plus system 

equipped with a 785 nm diode laser. 

3.3.5 X-ray photoelectron spectroscopy (XPS)  

X-ray photoelectron spectroscopy (XPS) was performed using a Thermo Fisher Scientific 

(TFS) Escalab Xi+ XPS with an AlKŬ X-ray source. Prior to the XPS measurements, the samples 

were etched in situ with an Ar beam to remove contaminants from the top layer. 

3.3.6 Scanning electron microscopy (SEM)  

A Nova NanoSEM scanning electron microscope (SEM) was used to study the morphology 

of the solid samples. It was operated at 20 kV on samples on which a thin layer of gold had been 

vapour deposited. 

3.3.7 Transmission electron microscopy (TEM)  

Transmission electron microscopy (TEM) was performed using a Titan transmission 

electron microscope operating at 300 kV. The samples were prepared by suspending the powder 

in 2-propanol, treating with ultrasound, and finally depositing 3 ɛL of the suspension two 

consecutive times on a 400-mesh Au grid provided by Tedpella. The solvent was then evaporated 

at room temperature. ImageJ was used to evaluate the lattice d-spacing and the size of the 

nanoparticles. 

3.3.8 Photoluminescence spectroscopy (PL) 

The solid-state photoluminescence spectra (PL) of the investigated photocatalysts were 

recorded with a Perkin Elmer UV-Vis fluorescence spectrometer LS 55 in the range of 300-600 

nm at an excitation wavelength of 300 nm. 

3.3.9 Temperature programmed desorption (TPD) spectroscopy  

Surface acidic sites were revealed by using pyridine as a probe molecule and a Perkin 

Elmer Pyris 1 TGA instrument. Samples were first heated from 323 to 473 K and held at this 

temperature for 15 minutes to remove contaminants from the catalyst surface. The samples were 

then cooled to 393 K and pyridine was adsorbed with a saturated N2 stream until the weight of the 

catalyst was constant (after about 20 minutes). The powders were then purged with N2 and held at 

393 K for 2 hours to remove excess pyridine. TPD (temperature-programmed desorption) profiles 

were recorded in the temperature range from 393 to 773 K. 

3.3.10 CO2 TPD 

To determine basic properties of the surface of the investigated photocatalysts, CO2 TPD 

profiles were obtained by heating samples in an O2 (5%)/He stream (25 mL/min) from room 

temperature to 398 K (10 K/min) in the Micromeritics AutoChem II 2920 apparatus. After 10 

minutes, the samples were cooled to 323 K and then the gas flow was changed to Ar (25 mL/min). 

CO2 was introduced by dosing CO2 (80 vol%)/Ar into the Ar stream (25 mL/min) flowing through 

the samples at 323 K. Desorption of CO2 from the sample into the Ar stream (25 mL/min) was 
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monitored over the temperature range of 323-633 K (heating ramp 10 K/min) using the Pfeiffer 

Vacuum ThermoStar mass spectrometer. 

3.3.11 Diffuse reflectance infrared Fourier transform spectroscopy (DRIFTS) 

The Diffuse Reflectance Infrared Fourier Transform Spectroscopy (DRIFTS) spectra of the 

studied catalysts after adsorption of pyridine were recorded using a Perkin Elmer Frontier FT-IR 

spectrometer equipped with a mercury cadmium telluride (MCT) detector. A catalyst sample 

placed in a DRIFTS cell was first heated in an N2 stream from room temperature to 473 K and 

then held at this temperature for 15 minutes to remove impurities from the catalyst surface. The 

sample was then cooled to 393 K in an N2 stream, and a background spectrum was recorded. After 

saturating the catalyst surface with a pyridine containing N2 stream for 20 minutes at 393 K, the 

catalyst sample was purged with pure N2 and held at 393 K for additional 2 hours to remove the 

excess pyridine. The FT-IR spectra (an average of 64 scans, resolution of 4 cm-1) were recorded at 

393 K. 

3.3.12 Zeta potential  

Zeta potential measurements were performed using a Malvern Panalytical Zetasizer Ultra 

Red instrument equipped with a Malvern Multipurpose Titrator MPT-3. 25 mg of a photocatalyst 

was dispersed in 100 mL of ultrapure water and stirred for 30 minutes (400 rpm). 0.25 M and 0.025 

M hydrochloric acid and 0.25 M sodium hydroxide were used to adjust the pH in the measurement 

range. 

3.3.13 Electron paramagnetic resonance (EPR) spectroscopy  

For the identification of the free radical species of the catalyst, electron paramagnetic 

resonance (EPR) was performed on an EMX-nano spectrometer (Bruker Biospin Corp., Karlsruhe, 

Germany). For the detection of transition metals and oxygen vacancies, the powder was placed in 

a tube and was fitted into the sample holder in the EPR test chamber for analysis. For the detection 

of superoxide anion radicals (O2
Å-), the sample was dissolved in methanol to form a 1 mg/mL 

suspension which was then dispersed by using an ultrasound bath. Subsequently, 100 mM of 

trapping agent 5,5 Dimethyl-1-pyrroline N-oxide (DMPO) was added into the suspension. After 

stirring, the mixture was placed in a tube and was fitted into the sample holder in the EPR test 

chamber for analysis. For the detection of hydroxyl radical (OHÅ), the sample was dissolved in 

water to form a 1 mg/mL suspension which was then dispersed by using ultrasonication. 

Subsequently, 100 mM of trapping agent 5,5 Dimethyl-1-pyrroline N-oxide (DMPO) and 100 ÕL 

of 1 mM H2O2 were added into the suspension. After stirring, the mixture was placed in a tube and 

was fitted into the sample holder in the EPR test chamber for analysis. The sample was irradiated 

for 30 minutes using a UV (LOT-Quantum Design GmbH) lamp and data were recorded. 

3.3.14 Fourier-transform infrared spectroscopy (FTIR) 

The ATR-FTIR spectra were acquired by a Perkin Elmer FTIR spectrophotometer with a 

band width of 2 cm-1. 

3.4 Photocatalytic activity 

3.4.1 Photocatalytic activity on lab scale 

The photocatalytic activity was studied in anaerobic conditions by using different 

substrates, i.e. glucose and fructose, glycerol, methanol, TEOA, and furfuryl alcohol at room 

temperature and atmospheric pressure, monitoring the evolution of H2 and CO2 in the gas phase 

and the formation of the intermediates in the liquid phase. In cases of partial oxidation of alcohols, 

HMF, and drugs removal experiments were conducted in the reactor opened to atmospheric air.  

Different Pyrex cylindrical reactors of different volumes 150, 500 and 800 mL were used 

for the various reactions. As far as the anaerobic conditions are concerned, He was bubbled into 
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the solution for 30 minutes to achieve the adsorption-desorption equilibrium of the substrate on 

the surface of the catalyst. After that, the reactor was sealed, and the near-UV lamp (125 W medium 

pressure Hg) or halogen lamp of 150 W (or 50W) was switched on. The initial concentrations of 

different substrates such as glucose, fructose, glycerol, furfuryl alcohol, TEOA and methanol were 

1 mM, 1 mM, 2 mM, 0.5 mM, 10% by volume, and 10% by volume, respectively, and the reactions 

were carried out at ñnaturalò pH of the aqueous suspension measured after adding the catalyst. For 

the different catalysts specific amounts were determined. To measure the substrates adsorption on 

the catalyst surface in the absence of light, their concentration values were measured after 30 

minutes of stirring of the suspension containing the catalyst under dark conditions. The 

photocatalytic reactions lasted 5 h and samples were withdrawn periodically during the irradiation 

time, and filtered by 2 Õm membranes (HA, Millipore). For selective oxidation of alcohols, HMF 

and removal of drugs, similar procedure was adopted but in aerobic conditions. An experimental 

setup is shown in Figure 3.1.  

 

Figure 3.1. Experimental setup used for lab scale photocatalytic activities13  

3.4.2 Photocatalytic activity on pilot plant scale 

The investigation was carried out at the Plataforma Solar de Almeria (latitude: 37.0909º N, 

longitude: 2.357º W) in a pilot plant designed with the possibility of creating a reductive 

atmosphere. It consisted of a 10L stainless-steel tank connected to a 14.25L Compound Parabolic 

Collector (CPC) photo-reactor, tilted at 37º, with a 2.10 m2 sun-exposed surface. The N2 gas flow 

controller (BRONKHORST HI-TEC; operating range: 20-500 NmL·minï1) was utilized to both 

eliminate oxygen from the system, extract H2 produced in the system and transport it to the 

MicroGC analyzer. Before irradiation, the nitrogen flow rate was adjusted to 500 NmL·min-1 (2 

bars) to get anoxic conditions. Then, throughout the experiment, a flow of 60 NmL·min-1 (2 bar) 

was fixed. The solution was continuously recirculated from the tank to the CPC photo-reactor 

tubes, at 20 L·min-1 with a centrifugal pump (PanWorld NH-100PX). A WIKA pressure gauge 

(2.5% accuracy class) and a portable thermometer with a PT-100 Delta OHM HD2107.1 sensor 

were used to measure the pressure and the temperature, respectively, inside the CPC.  
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The plant was filled with 25 L of demineralized water in each experiment, causing that the 

tank headspace was 7.04 L. The airtight tank was closed after adding the photocatalyst and the 

sacrificial agent and for 75 minutes, a continuous flow rate of 500 mL·min-1 of N2 was bubbled 

into the tank. After 75 minutes, the experiment started by adjusting the N2 flow rate to 60 

NmL·min-1, redirecting the exit of the gas stream from the atmosphere to the gas chromatograph, 

initializing the sample H2 measurements and withdrawn the first sample of the reaction mixture as 

time zero. In the same moment, CPC was uncovered starting the experiment. The reaction was 

carried out for at least 4 hours under solar radiation. According to a previous study, the optimal 

amount of the catalyst and initial glycerol concentration were 100 mgĿL-1 and 0.075M (6.9 gĿL-1), 

respectively.  The experimental setup used for pilot plant scale activities is shown in Figure 3.2.  

 

 

Figure 3.2. Pilot plant scale photoreactor14  
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In this chapter, text is adapted from the following publication.  

Muhammad Umair, Giovanni Palmisano, Reem Al Sakkaf, Samar Al Jitan, Albin Pintar, Gregor 
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semiconductors for photo-reforming of glucose and fructose aqueous solutions. Applied Surface 
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CHAPTER 4-I 

Pt-Nb2O5-TiO2 based semiconductors for photo-reforming of 

glucose and fructose aqueous solutions 

4-I.1 Abstract  

The conversion of biomass derivatives into fuels and valuable compounds under green 

conditions is increasingly attracting the attention of the scientific community. In this study, the 

photo-reforming of aqueous glucose and fructose solutions in the presence of 0.5 wt% Pt-loaded 

homemade bare and Nb2O5-TiO2 catalysts was investigated to maximize the activity of titania for 

both hydrogen production and valuable chemical production. The samples were characterized by 

different surface and bulk techniques to discover a correlation between photoactivity and some 

catalyst properties. The most efficient sample was the home-prepared Pt-4%Nb2O5-HP, for both 

glucose and fructose conversion, with the highest H2 productivity and the highest selectivity 

towards partially oxidized compounds. Photo-deposition of Pt was essential for H2 production and, 

surprisingly, also increased the basicity of the TiO2 surface; an increase in surface acidity was 

measured when only niobium oxide was added, whereas stronger basic sites were observed in the 

simultaneous presence of Pt and niobium oxide. 

4-I.2 Photocatalysts preparation 

4-I.2.1 Home prepared (HP)  

The sample named as HP was prepared by adding titanium(IV) isopropoxide (TIP) to an 

aqueous solution containing HCl, Pluronic P127, and C2H5OH. The following molar ratios were 

used: TIP (1): H2O (15): C2H5OH (40): HCl (0.5): P127 (0.005). The resulting solution was mixed 

at room temperature for about 4 h and then heated at 383 K overnight. The solid obtained was 

calcined at 773 K for 24 h. 

4-I.2.2 x%Nb2O5-HP 

The samples containing niobium were prepared by adding different amounts of NbCl5 to 

the ethanolic solution before adding TIP. X% Nb-HP was the code used for these samples, where 

X% indicates the nominal weight percentage of Nb relative to TiO2. 

4-I.2.3 Pt-x% Nb2O5-HP  

Some TiO2 catalysts were loaded with 0.5 wt% Pt by a photo-deposition method. Distilled 

water (200 mL), ethanol (50 mL), PtCl4 (5 mL), and the TiO2 sample (1 g) were added to the 

photoreactor. The resulting mixture was stirred in the dark for 0.5 h with bubbling of He and then 

illuminated with a UV lamp (125 W) for 7 h. The resulting mixture was filtered, washed with 

distilled water, and then dried in an oven for 6 h. 

4-I.3 Results and discussions  

Solid acid catalysts with appropriate amount and strength of both Brßnsted and Lewis 

acidic centers, such as Nb2O5, have been shown in literature to be effective in converting glucose 

and fructose to HMF mainly through catalytic processes [74b-f]. In addition, Nb2O5 is considered 

a water-tolerant solid acid and is therefore suitable for the dehydration of sugars in the aqueous 

phase via a catalytic route. Bare Nb2O5 has generally low photoactivity, then Nb2O5-TiO2 coupled 

sample were prepared to exploit the features of both components [74g].  
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4-I.3.1 Specific surface area (SSA) 

The S.S.A. of the home-prepared photocatalysts is higher than that of P25 and generally 

increases with increasing Nb2O5 content, with the highest value observed for the Pt-6% Nb2O5-HP 

sample. 

Table 4-I.1 lists some physico-chemical properties of the photocatalysts used, such as the 

TiO2 phases, band gap, specific surface areas, and isoelectric point (IEP) values of all the samples 

used. 

Table 4-I.1 Some physico-chemical properties of the investigated photocatalysts5 

Sample Phase S.S.A. 

(m2 g-1) 

Band gap 

(eV) 

pHPZC 

Pt-P25 Anatase + Rutile 50 3.09 5.00 

Pt-HP Anatase + Rutile 78 3.05 4.45 

Pt-2%Nb2O5-HP Anatase + Rutile 75 3.08 4.16 

Pt-4%Nb2O5-HP Anatase + Rutile 92 3.07 4.13 

Pt-6%Nb2O5-HP Anatase + Rutile 100 3.08 4.03 

4%Nb2O5-HP Anatase + Rutile 90 2.99 3.67 

 

4-I.3.2 X-ray diffraction (XRD) 

Figure 4-I.1A shows the XRD diffractograms of the prepared samples. The commercially 

widely available TiO2 P25 was chosen as the standard. The prepared samples, as well as the P25 

one, consist of a mixture of anatase and rutile, as shown by the XRD results. Also in the composite 

sample, anatase and rutile peaks are distinguishable, indicating that the presence of Nb does not 

alter the crystalline structure of TiO2. No peaks associated with the other constituents (Pt, Nb) can 

be noticed, probably due to their small amount relative to TiO2 and the high degree of dispersion. 

A close examination of the (101) peak of anatase (see Figure 4-I.1A) shows a slight shift to lower 

angles in the presence of an increasing amount of Nb, which is due to the substitution of the Ti4+ 

ions of the TiO2 lattice by Nb ions [285, 286]. 

 

Figure 4-I.1 XRD patterns (A) and Raman spectra (B) of Pt-HP, Pt-2%Nb2O5-HP, Pt-

4%Nb2O5-HP and Pt-6%Nb2O5-HP samples15 
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4-I.3.3 Raman spectroscopy 

The Raman spectra of all samples (Figure 4-I.1B) show the characteristic bands of anatase 

at 144 cm-1 (Eg), 197 cm
-1 (Eg), 396 cm

-1 (B1g), 514 cm
-1 (A1g), and 637 cm

-1 (B1g) with high 

intensity, while the bands associated with rutile at 446 cm-1 and 613 cm-1 are not very clear because 

this polymorph is present in lower amounts than anatase. It can be noticed, in the XRD 

diffractograms, that there are no identifiable peaks associated with Pt and Nb2O5 species. By 

magnifying the main anatase peak at 144 cm-1 (see Figure 4-I.1B), a progressive shift to higher 

frequencies with increasing Nb2O5 content is visible compared to the Pt- HP sample. This can be 

attributed to the interaction of the TiO2 lattice with Nb, which causes the formation of oxygen 

vacancies instead of Ti4+ ions in agreement with the XRD results [285,287]. Moreover, the Raman 

spectra recorded in different areas of the samples are superimposable, indicating a homogeneous 

composition of samples. 

4-I.3.4 Scanning electron microscopy (SEM)  

Figure 4-I.2 shows selected SEM micrographs of the synthesized semiconductors. All 

powders show irregular roundish particles with size in the range of 30-130 nm. Pt and Nb2O5 

particles are indistinguishable, probably due to their small amount and uniform integration into the 

titanium dioxide matrix. After addition of the different amounts of niobium oxide, no differences 

in the morphology of the samples are observed. 

 

Figure 4-I.2 Selected SEM micrographs of the examined photocatalysts мс 

4-I.3.5 UV-Vis diffuse reflectance spectroscopy (DRS) 

Figure 4-I.3 shows the UV-Vis diffuse reflectance spectra (DRS) of the different 

photocatalysts. All the samples are active when irradiated with UV light and show a transition edge 

between 360 and 390 nm, which is typical for TiO2-based semiconductors. Reflectance values of 
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less than 50% in the visible range are due to the presence of photo-deposited Pt, which gives the 

powders a greyish colour [31]. The sample 4%Nb2O5-HP, which does not contain Pt, has a 

reflectance of over 90% in the same region. The x%Nb2O5-TiO2 based samples show similar band 

gap values between 2.99 and 3.09 eV. 

 

Figure 4-I.3 UV-Vis DRS spectra of the prepared photocatalystsмт 

4-I.3.6 zeta potential measurements 

Figure 4-I.4 shows the results of the zeta potential measurements as a function of pH of the 

TiO2-based composites. The isoelectric point (IEP), given in Table 4-I.1, is the pH at which the net 

charge on the catalyst surface is zero. The values vary from 3.67 to 5.00, with the highest value 

for the Pt-P25 solid and the lowest for the 4%Nb2O5-HP sample. The progressive decrease in IEP 

with the addition of Nb2O5 indicates an increase in the acidity of the surface of the composite 

samples. The low value of the 4%Nb2O5-HP sample, which does not contain Pt, indicates that Pt 

induces the formation of basic sites, the presence of which decreases the acidity of the surface. 

The differences measured in the other samples with different Nb2O5 content (recall that the amount 

of Pt is 0.5 wt%, which is the same for all samples) are clearly due to the different amounts of 

oxide. Since the pHPZC values of the photocatalysts are below 5 (approximately the value of the 

reacting solution), this means that the catalytic surface of all samples is negatively charged. 

However, since there are differences, even if they are not very large, coulombic interactions of 

different magnitudes can occur, affecting the photoactivity between the species in the reaction 

mixture and the surface of the different photocatalysts [288]. 
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Figure 4-I.4 Results of the pH related zeta potential measurementsму 

4-I.3.7 Photoluminescence spectroscopy (PL) 

Figure 4-I.5 shows the solid-state photoluminescence spectra of the Nb2O5 based 

photocatalysts. The intensity of the spectra results from both the recombination of electron-hole 

pairs (the lower the intensity, the lower the recombination) and the presence of lattice defects or 

oxygen vacancies (higher the intensity, greater their number) [289, 290]. The shape of the spectra 

is the same for all samples, indicating that the addition of foreign species to TiO2 does not induce 

new emission phenomena. When only Nb2O5 is present, a slight increase in PL intensity is 

observed, which is due to the presence of oxygen vacancies. When both Pt and niobia are present, 

a progressive decrease in photoluminescence is observed as the percentage of Nb2O5 is increased. 

This may be due to both a decrease in the recombination rate and the formation of oxygen 

vacancies. For all samples, the main emission band is around 423 nm and can be attributed to the 

indirect band-to-band transition of electrons in TiO2 in agreement with the band gap values. Signals 

at higher wavelengths can be attributed to the non-radiative recombination of excited electrons in 

lattice defects [291]. 
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Figure 4-I.5 Solid-state photoluminescence spectra of the different samplesмф 

4-I.3.8 Temperature programmed desorption (TPD) spectroscopy  

The investigation of the basic surface properties of the different catalysts was carried out 

after CO2 adsorption on the TiO2 surface using the TPD technique. Figure 4-I.6 shows the CO2-

TPD profiles of the photocatalysts used and Table 4-I.2 reports the amounts of basic sites.  

Table 4-I.2. Amount and density of basic sites in the tested materials calculated by CO2 TPD 

analyses6 

Sample Mass of 

used 

catalyst 

(g) 

Area 

 

(A s) 

Amount of 

basic sites 

(ɛmol/g) 

Density of 

basic sites 

(ɛmol/m2) 

HP 0.0499 7.38Ĭ10-12 12.8 0.164 

Pt-HP 0.0520 5.74Ĭ10-11 53.6 0.687 

4%Nb2O5-HP 0.0461 2.15Ĭ10-11 21.0 0.269 

Pt-2%Nb2O5-HP 0.0565 8.37Ĭ10-11 46.7 0.622 

Pt-4%Nb2O5-HP 0.0508 1.0Ĭ10-10 83.7 0.909 

Pt-6%Nb2O5-HP 0.0479 1.85Ĭ10-10 121 1.210 

 

The peak between 50-150ÁC could be attributed to the desorption of molecular CO2, while 

the peak at temperatures around 300-350 ÁC is due to HCO3
- or carboxylate originating from the 

interaction of CO2 with the hydroxyl groups of the TiO2 surface. The presence of peaks at 

temperatures above 400 ÁC indicates a stronger adsorption of CO2 onto the solid; the samples 

containing contemporary Pt and Nb2O5 have stronger basic sites. The results presented in Table 4-

I.2 show that the bare TiO2 has the lowest number of basic sites, and that the presence of the noble 

metal or the niobium oxide significantly increases this number. A more pronounced effect is 

observed when both foreign species (Pt and Nb2O5) are present, and the higher the percentage of 

Nb2O5, the greater the number of basic sites, while the amount of Pt remains constant. This 

synergistic result is surprising, since it is commonly reported in the literature that the presence of 
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Pt on TiO2 only enhances the separation of photogenerated charges, while the coupling of Nb2O5 

with TiO2 causes an increase in the acidity of the host. 
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Figure 4-I.6 CO2 TPD curves of tested materialsнл 

4-I.3.9 Diffuse reflectance infrared Fourier transform spectroscopy (DRIFTS)  

In situ diffuse reflectance infrared Fourier transform spectroscopy (DRIFTS) in the 

presence of adsorbed pyridine was used to determine the nature and the density of acid sites on the 

surface as a function of the amount of Nb2O5. Figure 4-I.7 shows the spectra of the different TiO2 

HP samples. The bands at 1445 cm-1, 1486 cm-1, 1574 cm-1 and 1604 cm-1 are characteristic of the 

pyridine ring coordinated to the Lewis acid sites on the surface, while the bands at 1545 cm-1 and 

1635 cm-1 correspond to the pyridinium ions adsorbed on the Brßnsted acid sites. All the samples 

show a clear predominance of Lewis acid sites, and although these spectra provide essentially 

qualitative information, it can be said with good approximation that the intensity is related to the 

concentration of the acid sites. Bare TiO2 HP shows intense and sharp peaks, the reduction of 

which can be detected after Pt photo-deposition (see Pt-HP sample), in agreement with the CO2 

TPD results. This confirms that the presence of Pt not only affects the separation of electrons and 

holes, but also the acidity of the surface. The sole presence of Nb2O5 increases the acidity of the 

TiO2 surface, with the sample 4%Nb2O5-HP showing the most intense peaks, but no new peaks are 

present. In the simultaneous presence of Pt and niobium oxide, the intensity of the peaks is slightly 

higher at higher Nb2O5 contents than at pure TiO2, while a slight change (appearance of a broad 

band) is observed in the spectrum around 1525 cm-1. This effect is more pronounced for samples 

with a higher Nb2O5 content. 
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Figure 4-I.7 DRIFTS spectra of pyridine adsorbed on the surface of investigated materials21  

The amount and density of acidic sites were determined by pyridine TPD measurements. 

Figure 4-I.8 shows the TPD pyridine curves of the tested materials, and Table 4-I.3 gives the 

amount and density of acid sites on the catalytic surface along with the temperature of pyridine 

desorption.  

Table 4-I.3 Amount and density of acid sites and the corresponding temperature of pyridine 

desorption from the surface of different samples7 

Sample Amount of acid sites 

(mmol/g) 

Density of acid sites 

(mmol/m2) 

Pyridine desorption 

temperature (ÁC) 

HP 0.1605 0.0021 310 

Pt-HP 0.1137 0.0015 375 

4%Nb2O5-HP 0.2274 0.0029 331 

Pt-2%Nb2O5-HP 0.1545 0.0021 341 

Pt-4%Nb2O5-HP 0.1863 0.0020 341 

Pt-6%Nb2O5-HP 0.2219 0.0022 331, 406 

 

The addition of Pt decreases the density of acid sites, while Nb2O5 generally has an opposite 

effect. In the simultaneous presence of the two components, no significant changes in the total 

amount of acid sites are observed compared to bare TiO2 due to their opposite behaviour. In any 

case, the addition of foreign species leads to an increase in the pyridine desorption temperature, 

indicating an increase in the strength of the acid sites. 
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Figure 4-I.8 Pyridine TPD curves for the investigated photocatalystsнн 

4-I.3.10 Transmission electron microscopy (TEM) 

Figure 4-I.9 shows TEM images of samples Pt-HP and Pt-6%Nb2O5-HP. Pt nanoparticles 

(represented by small dark spheres) are concentrated in some areas of the TiO2 surface. The size 

of Pt nanoparticles ranges from 5 to 25 nm; when the image is enlarged, two lattice fringes of about 

0.35 nm and 0.32 nm can be seen, which are characteristic of the (1 0 1) anatase and (1 1 0) rutile 

planes, respectively [221].  

 

Figure 4-I.9 TEM images of samples Pt-HP and Pt-6%Nb2O5-HPно 

4-I.3.11 X-ray photoelectron spectroscopy (XPS) 

In the XPS survey spectrum (not given for brevity), peaks for Ti, O, and Cl (as residues of 

HCl, PtCl4, and NbCl5 precursors) were detected in all samples. Peaks for Pt and Nb were rarely 

detected because of their low atomic concentration. When both are present, Cl and Nb are not 

clearly distinguishable because their peaks almost overlap. 
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Figure 4-I.10A shows the high-resolution XPS spectra of the Ti 2p peaks in Pt-HP and Pt-

6%Nb2O5-HP samples. The two peaks of Ti 2p3/2 at 459.5 eV and Ti 2p1/2 at 465.3 eV with a 

binding energy gap of 5.8 eV are characteristic of Ti4+ in TiO2 [292] The high-resolution O 1s 

spectra are shown in Figure 4-I.10B. For both samples, the main peak is the one at about 530.7 eV, 

which is assigned to the O2- ions of the TiO2 crystal lattice. In the presence of Nb2O5, the peaks 

are at ca. 532 eV and at ca. 533.0 eV, which are related (in agreement with Raman spectra) to 

oxygen vacancies in TiO2 [292] and -OH groups [293], respectively. In Figure 4-I.10C, the main 

Pt peak at about 76 eV corresponds to Pt0, and the less intense peaks at lower binding energy 

visible in the sample Pt-6%Nb2O5-HP are characteristic of partially oxidized Pt species [294]. 

Moreover, the peaks for Pt in the Pt-6%Nb2O5-HP sample are much more intense, indicating a 

higher atomic concentration of Pt in this sample. As can be seen in Figure 4-I.10D, no peaks were 

detected for Nb (the two peaks characteristic of Nb2O5 are at 209.9 eV and 207.1 eV [74, 294], 

which is probably due to the low atomic concentration. The small broad peak at lower binding 

energy is that of Cl 2p, the chlorine present in the precursor of Nb2O5. 
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Figure 4-I.10. High resolution XPS spectra of (A) Ti 2p, (B) O 1s, (C) Pt 4f, and (D) Nb 3d 

peaks24 

4-I.3.12 Electron paramagnetic resonance (EPR) spectroscopy 

The EPR spectra of the Pt-HP and Pt-6%Nb2O5-HP (Figure 4-I.11A) show no EPR signal, 

indicating that the photocatalysts cannot generate free electrons and oxygen vacancies under 

illumination. In the presence of DMPO/MeOH (Figure 4-I.11B), no EPR signal can be detected in 

the experiments performed in the dark, indicating that the photocatalysts cannot generate radicals 

in the absence of illumination. When the photocatalysts are irradiated, the EPR spectra show the 

characteristic paramagnetic resonance absorption of the DMPO-ÅO
2

-
 adduct [295]. This result 

indicates that both photocatalysts can thermodynamically generate superoxide anion radicals (ÅO
2

-

) under illumination. The EPR spectrum of the Pt-6%Nb2O5-HP sample shows higher intensity 

peaks, indicating stronger formation of the oxygen radicals, which is probably due to the more 

effective charge separation in the presence of Nb2O5. For Pt-HP samples suspended in water in the 

dark and in the presence of DMPO and H2O2 (Figure 4-I.11C), no EPR signals are detected, while 

the signals just mentioned are visible in the presence of Nb2O5. Upon irradiation, the EPR spectra 

lead to the characteristic paramagnetic resonance absorption of the DMPO-ÅOH adduct only for 

the sample Pt-6%Nb2O5-HP. Therefore, only this sample can thermodynamically generate 

hydroxyl radicals (ÅOH) under illumination. 
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Figure 4-I.11 EPR spectra of (A) powder samples Pt-HP and Pt-6%Nb2O5-HP under dark and 

light irradiation, (B) samples suspended in H2O/DMPO/MeOH solution, and (C) samples 

suspended in H2O/DMPO/H2O2 solution25 

4-I.4 Photocatalytic activity 

All TiO2-based photocatalysts were used for the photo-reforming of aqueous glucose and 

fructose solutions under irradiation with near-UV light under anaerobic conditions. The obtained 

results were compared to relate the reactivity to some catalyst features. The presence of Pt 

nanoparticles on the catalyst surface increased the photoactivity thanks to their role in reducing 

the recombination rate of photogenerated e-/h+ pairs (in agreement with the results of solid-state 

PL analysis) and was essential for H2 production, since in its absence only compounds from partial 

oxidation of the starting substrates and CO2 from mineralization were observed (Tables 4-I.4 and 

4-I.5). The different samples showed different conversions for both substrates, and the main partial 

oxidation products in the liquid phase were gluconic acid, arabinose, formic acid, erythrose, and 

fructose. In addition, H2 and CO2 were found in the gas phase in the headspace of the photoreactor. 

Figure 4-I.12 shows the concentration values of the two substrates and their intermediates 

as a function of irradiation time for the series of experiments performed with the different Nb2O5-

modified photocatalysts. All the catalysts produced the same compounds, suggesting very similar 
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reaction mechanisms [31]; only a different degree of conversion, distribution of intermediates and 

H2 production were observed for the different photocatalysts for both substrates. The different 

activity of the photocatalysts used depended on the electronic and physico-chemical properties of 

the different TiO2-based solids, such as the recombination rate of the photogenerated charges, the 

acidity and/or basicity of the surface, the number of active sites per surface unit (a parameter also 

related to the specific surface area) and so on. When the substrate was glucose, fructose was formed 

by isomerization, and both could form gluconic acid by oxidation of the anomeric C1 centre, 

converting the aldehyde group to the carboxyl group. A parallel mechanism consisted of Ŭ-

cleavage, in which arabinose was formed in the first step and erythrose together with formic acid 

and hydrogen in the second step [31, 296].  

 

Figure 4-I.12 Concentrations of the two substrates and their products versus irradiation time for 

runs carried out by using Nb2O5 modified photocatalysts. Legend: ƴ glucose, ȹ fructose, ǒ 

arabinose,  gluconic acid, Ǐ formic acid, ƺ hydrogen, ƶ CO226 

Tables 4-I.4 and 4-I.5 show the conversion, selectivity, and amounts of H2 and CO2 for the 

runs starting from glucose and fructose, respectively, using the different photocatalysts. Notably, 

in some cases, the sum of the selectivity of the different intermediates exceeds 100% because some 

compounds are progressive transformed in the other ones (formic acid is formed both from the 

cleavage of glucose and arabinose). In particular, it has been shown that a Pt-P25 sample used for 

comparison purposes generally performs less well than some HP-modified samples (with Pt and 

Nb2O5). The Pt-HP catalyst showed good conversion and selectivity towards arabinose with both 

glucose and fructose as starting substrates. As far as glucose is concerned, the highest conversion 

was obtained with the sample Pt-2%Nb2O5-HP, while a lower degree of conversion was observed 

in the exclusive presence of Nb2O5, suggesting that the surface acidity (the sample 4%Nb2O5-HP 
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showed the most intense DRIFT peaks in the presence of adsorbed pyridine) had an adverse effect. 

In this case, the increased amount of superoxide and hydroxyl radicals in the Nb2O5-containing 

samples (see EPR results) had no positive effect on the oxidation capacity of TiO2. Fructose was 

formed practically only with the Pt-HP sample, since the increase in surface basicity (Table 4-I.2) 

due to the simultaneous presence of Pt and Nb2O5 was detrimental to the isomerization of glucose 

to fructose, in agreement with the literature [297]. The selectivity towards arabinose was favoured 

by Nb2O5, and in agreement with the Ŭ-cleavage mechanism, practically almost the same amount 

of arabinose and formic acid were obtained [31, 296]. As far as fructose is concerned, low amounts 

of Nb2O5 had no significant effect on the conversion, while the highest amounts had a negative 

effect. Moreover, the lowest amounts of Nb2O5 favoured the formation of arabinose. 

The best photocatalyst for H2 production under the operating and reaction conditions used 

was Pt-4%Nb2O5-HP in the presence of both substrates. The trend in terms of Nb2O5 content 

increased up to 4%, then H2 production decreased. 

Table 4-I.4 Glucose conversion, selectivity towards the main products, and H2 and CO2 

amounts obtained after 5 h of irradiation8 

Sample Conversion 

(%) 

Selectivity (%) H2 

(mM) 

CO2 

(mM) Fructose Gluconic 

acid 

Arabinose Formic 

acid 

Erythrose 

Pt-HP 40 27 2.6 45 44 - 1.9 0.14 

Pt-2%Nb2O5-HP 56 4 1.2 42 39 3.5 2.6 0.09 

Pt-4%Nb2O5-HP 43 - 1.0 54 39 5.0 3.4 0.10 

Pt-6%Nb2O5-HP 41 - 1.8 58 57 9.0 1.2 0.03 

4%Nb2O5-HP 22 - 3.4 53 44 - - 0.01 

Pt-P25 32 31 4.6 41 31  1.9 0.07 

Table 4-I.5 Fructose conversion, selectivity towards the main products, and H2 and CO2 

amounts obtained after 5 h of irradiation9 

Sample Conversion 

(%) 

Selectivity (%) H2 

(mM) 

CO2 

(mM) Gluconic 

acid 

Arabinose Formic 

acid 

Erythrose 

Pt-HP 40 4.5 - 6 7.5 3.2 0.12 

Pt-2%Nb2O5-HP 39 2.2 75 15 9 1.9 0.07 

Pt-4%Nb2O5-HP 40 2.0 42 11 9 3.8 0.14 

Pt-6%Nb2O5-HP 22 3.0 - 41 29 0.9 0.01 

4%Nb2O5-HP 13 4.2 - 24 - - 0.01 

Pt-P25 25 9  12  3.13 0.10 
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4-I.5 Conclusions 

0.5 wt% Pt loaded home-prepared bare and Nb2O5-TiO2 photocatalysts with different 

Nb2O5 content were prepared to evaluate their activity in the reforming of glucose and fructose. 

The photocatalytic results confirm that the photoactivity does not depend on a single parameter 

but is a compromise between several factors. The sample Pt-2%Nb2O5-HP proved to be the most 

oxidizing catalyst, but the solid Pt-4%Nb2O5-HP was the most efficient in terms of partial 

oxidation products and H2 formation. Neither sample exhibited a property that could affect either 

type of photoactivity relative to the other, but had intermediate values for PZC, number of basic 

sites, oxygen vacancies, and photoluminescence effects (see PL spectra). 

The samples were characterized by using different techniques to investigate the effects of 

Pt and Nb2O5 on the properties of the catalyst. Pt not only acted as an electron trap and improved 

the efficiency of e-/h+ separation, as reported in the literature, but surprisingly also changed the 

acid-base properties of the surface by increasing the number of basic sites. Nb2O5 alone increased 

the acidity of the TiO2 surface, while stronger basic sites were formed compared to the bare host 

when Pt was also present. The increase in surface basicity due to the simultaneous presence of Pt 

and Nb2O5 adversely affected the isomerization of glucose to fructose. The formation of O2
Å- and 

ÅOH radicals in the samples containing Nb2O5 did not have a positive effect on the oxidizing power 

of TiO2 but favoured partial oxidation reactions and the formation of H2. The home-prepared 

samples outperformed the well-known commercial TiO2 P25. 
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CHAPTER 4-II 

Investigating the activity of modified TiO2 photocatalysts used for 

the photoreforming of biomass derivatives 

4-II.1 Abstract 

Different commercial and homemade TiO2-based photocatalysts modified with metal 

species (Pt, Cu2O, Nb) have been compared for the photo-reforming of glucose and fructose with 

the aim of linking the photoactivity to some structural and surface characteristics. The 

photocatalysts were characterized by different surface, structural and textural techniques. Each 

photocatalyst was tested under anaerobic conditions in aqueous medium, at room temperature and 

pressure, under near-UV light irradiation. The formation of different valuable compounds in liquid 

phase, as gluconic acid, formic acid, fructose, arabinose and erythrose was observed, whilst CO2 

and H2 were found in the gas phase. A different degree of conversion, distribution of intermediates 

and H2 production were detected with the different photocatalysts. Moreover, the results obtained 

with the same catalysts were slightly different with the two substrates, highlighting the importance 

of the interaction between the catalyst surface and the organic compound. Bare TiO2 was inactive 

towards H2 production, Cu2O was effective in replacing Pt for hydrogen generation, and the 

presence of Pt/Nb was beneficial for both H2 production and selective oxidation. Moreover, Pt also 

modifies the surface acid-base properties of catalysts as revealed by DRIFT and TDP 

measurements in the presence of probe molecules. 

4-II.2 Photocatalysts preparation  

4-II.2.1 Brookite 

Brookite was prepared through hydrothermal hydrolysis. 210 mL of distilled water, 80 mL 

of HCl (concentrated) and 5 mL of TiCl4 were added in a 500 mL beaker under stirring. After ca. 

2 h the mixture was shifted into a Pyrex bottle and heated at 373 K in an oven for 48 h. The 

resulting powder was a mixture of brookite and rutile. Pure brookite nanoparticles (identified as 

Brookite) were recovered in the supernatant by peptizing with water at different times, and rutile 

phase was present as a precipitate.  

Niobium (Nb) loading has been carried out by adding NbCl5 to the solution obtained by 

dissolution of TiCl4. Nb1-brookite was the code used for this sample where 1 indicates the nominal 

weight percentage of Nb with respect to TiO2. Nb was chosen both because it enhances the 

photoactivity of TiO2 [298, 299] and because it modifies its surface acid properties [300]. 

4-II.2.2 Home prepared TiO2 (HP) 

The preparation method has already been discussed in section 4-1.2.1.  

4-II.2.3 Cu2O-TiO2 samples 

Some Cu2O (3 wt%)-TiO2 coupled samples were prepared by mixing the two oxides by a 

Retsch Ball Mills, type PM100 ball milling. The powders were mixed for 2 hours at 150 rpm, 

reversing the sense of the rotation after 1 hour and 10 minutes of pause. The Cu2O percentage was 

chosen considering the results obtained in a previous paper [301]. 

4-II.2.4 Pt-loaded samples 

Samples were prepared through a similar method as discussed in section 4-1.2.3.  



H2 and High Value Chemicals Production                                                                        CHAPTER 4-II 

53 

 

4-II.3 Results and discussions 

4-II.3.1 X-ray diffraction (XRD) 

Figure 4-II.1 shows the XRD patterns of all prepared photocatalysts. The three main 

polymorphs (anatase, rutile and brookite) of TiO2 are indicated as A, R, B, respectively. The 

commercial TiO2 BDH consists of only anatase phase, whereas P25 contains both the anatase and 

rutile phases. HP contains mainly anatase phase and also traces of rutile, pure brookite was home 

prepared. The commercial samples (P25 and BDH) show more intense and narrow peaks compared 

to those of the home prepared ones indicating a better crystallinity, due to their preparation at high 

temperature on industrial scale. Moreover, no diffraction peaks related to foreign species are 

present, probably due to the high degree of the dispersion and the low amount of these species 

with respect to TiO2. 

 

Figure 4-II.1 XRD patterns of: (A) Pt-BDH, Pt-P25, Pt-HP, and Pt-Brookite; (B) 3%Cu2O-

P25, 3%Cu2O-Brookite, Pt-3% Cu2O-Brookite, 3%Cu2O-HP, and Pt-Nb1-Brookite samples. 

A = Anatase, B = Brookite, R = Rutileнт  

4-II.3.2 Specific surface area (SSA) 

The crystalline phase and specific surface area (SSA) of all the samples are listed in Table 

4-II.1. Commercial samples exhibit lower SSA as compared to that of home prepared 

photocatalysts, being 48 m2Āg-1 for 3%Cu2O-P25 and 69 m2Āg-1 for 3%Cu2O-HP, respectively. 

Brookite samples display higher SSA ranging between 90 and 98 m2Āg-1, whilst Pt-BDH shows the 

lowest SSA of 10 m2Āg-1. 
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Table 4-II.1 Some physical-chemical properties of the investigated photocatalysts: 

composition (A = Anatase, R = Rutile, B = Brookite), band-gap, SSA and TPD results 

(amount and density of acid sites of catalysts and the corresponding temperatures of pyridine 

desorption)10 

Catalyst Phase Band 

gap 

(eV) 

SSA 

(m2/g) 

Quantity 

of acid sites 

(mmol/g) 

Density of 

acid sites 

(mmol/m
2
) 

Temperature 

of pyridine 

desorption 

(ÁC) 

BDH A 3.24 10 0.0095 0.0010 289 

Pt-BDH A 3.26 10 0.0091 0.0009 aN.D. 

P25 A+R 3.18 50 0.1194 0.0024 289 

Pt-P25 A+R 3.09 50 0.0944 0.0019 323, 388 

3%Cu2O-P25 A+R 3.08 48 0.1253 0.0026 264, 342 

Brookite B 3.34 98 0.2721 0.0028 406 

Pt-Brookite B 3.32 98 0.4836 0.0049 235, 408 

Pt-Nb1-Brookite B 3.27 90 0.2669 0.0030 402 

3%Cu2O-Brookite B 3.33 91 0.2237 0.0025 290, 413 

Pt-3%Cu2O-Brookite B 3.33 94 0.2669 0.0028 290, 403 

HP A+R 2.96 78 0.1605 0.0021 310 

Pt-HP A+R 3.01 78 0.1137 0.0015 375 

3%Cu2O-HP A+R 3.05 69 0.1537 0.0022 261, 350 

Cu2O Cu2O 1.97 1 0.0009 0.0009 428 

aN.D.: Not determined because no pyridine desorption peak was observed in the measured 

temperature range (see Figure 4-II.15). 

4-II.3.3 Scanning electron microscopy (SEM) 

SEM images of all prepared samples are displayed in Figure 4-II.2. All samples are formed 

by aggregates of irregular roundish particles whose size range is 30-130 nm. Due to the lower 

synthesis temperature, the particle sizes of homemade samples are smaller than those of 

commercial samples. 

 

Figure 4-II.2 SEM images of the investigated samplesну  
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4-II.3.4 UV-Vis Diffuse reflectance spectroscopy (DRS) 

Diffuse reflectance spectra (DRS) of the different TiO2-based samples are shown in Figure 

4-II.3. All the photocatalysts absorb light in the UVïvisible range. The BDH and Brookite samples 

(Figure 4-II.3A) show an absorption band in the high energy region (ɚ < 360 nm), whilst all other 

samples exhibit a slight shift in absorption towards longer wavelengths. Pt presence and copper 

loading (Figure 4-II.3B) enhance the absorption at ɚ > 420 nm and slightly shift the absorption 

edge towards the visible part of the spectrum. 

Band gap values of all samples, measured by plotting the modified Kubelka-Munk 

function, [F(RôÐ)hɜ]
İ, against the energy of the stimulating light, are reported in Table 4-II.1. All 

the powders exhibit band gap values in the range of 2.96-3.33 eV being the lowest value found for 

HP and highest figures observed for brookite based samples. No relevant variation with respect to 

pristine TiO2 samples were observed in the presence of foreign species. 

 

Figure 4-II.3 UV-Vis DRS spectra of the samples: (A) Pt-BDH, Pt-P25, Pt-Brookite, Pt-NB1-

Brookite, and Pt-HP; (B) 3%Cu2O-P25, 3%Cu2O-Brookite, Pt-3%Cu2O-Brookite, and 3%Cu2O-

HP29 
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4-II.3.5 Raman spectroscopy 

Figure 4-II.4 shows the Raman spectra of TiO2 based composites. Raman bands at 144 cm
-

1 (Eg), 197 cm
-1 (Eg), 396 cm

-1 (B1g), 514 cm
-1 (A1g), and 637 cm

-1 (B1g) are characteristic of anatase 

phase, whilst those at 446 cm-1 and 613 cm-1 are related to the rutile one. In P25 and HP based 

samples, being anatase the main component, the presence of rutile can be detected by enlarging 

the figures while there are no peaks relating to Cu2O due to probably its small amount and 

dispersion within the TiO2 matrix. In Figure 4-II.4B the bands at 126 cm-1, 152 cm-1, 212 cm-1, 247 

cm-1, 322 cm-1, 364 cm-1, 409 cm-1, 456 cm-1, 498 cm-1, 543 cm-1, 582 cm-1 and 632 cm-1 are 

characteristic of brookite. In brookite-containing samples, the addition of the metal caused a 

decrease of the band intensity that can be attributed to the greater surface disorder due to the 

presence of Pt on the TiO2 surface. There were no identifiable peaks of Pt, and this is consistent 

with the observation that this metal is not present within the TiO2 lattice but only on the surface. 

Also in this case, no Cu2O peaks were detectable. 

 

Figure 4-II.4 Raman spectra of samples: (A) Pt-BDH, Pt-P25, 3%Cu2O-P25, Pt-HP, and 

3%Cu2O-HP; (B) Pt-Brookite, Pt-Nb1-Brookite, 3%Cu2O-Brookite, and Pt-3% Cu2O-

Brookite30 

4-II.3.6 Zeta potential measurements 

Figure 4-II.5 displays the zeta potential versus pH curves of some Pt-TiO2 samples. The 

IEP (isoelectric point, i.e. the pH value at which the net charge on the catalyst surface is zero) 
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values are 4.23 for Pt-BDH, 4.45 for Pt-HP, 5.00 for Pt-P25 and 5.63 for Pt-Brookite. The above 

findings imply that at pH 5 (pH at which the photocatalytic runs were carried out) the catalystôs 

surface is negatively charged for Pt-BDH and Pt-HP, neutral for Pt-P25 and positively charged for 

Pt-Brookite. Then different coulombic interactions can take place between the species in the 

reaction mixture and the surface of the various TiO2 powders [288].  

 

Figure 4-II.5 Results of the pH-related zeta potential measurementsом 

4-II.3.7 Photoluminescence spectroscopy (PL)  

The presence of noble metals such as Pt has been reported to be effective for the visible-

light activation and the enhancement of the TiO2 performance [302]. In fact, the Fermi levels of 

noble metals are lower than that of TiO2, and this results in the transfer of the photogenerated 

electrons from the conduction band of TiO2 to metal particles [303]. This process reduces the 

electronïhole recombination rate as can be seen from the decrease of the intensity of the 

photoluminescence bands in the presence of Pt (Figure 4-II.6) [304]. For all the samples, except 

for BDH which displays a peak at 380 nm, the main emission bands are at ca. 423 nm and this can 

be attributed to the band-to-band indirect transition of electrons in TiO2 in accordance with the 

band gap values. The signals at higher wavelength can be assigned to a non-radiative 

recombination of the excited electrons towards lattice defects [291, 305]. A significant decrease in 

the PL intensity can be noticed after the coupling with Cu2O and the addition of Nb due to the 

lower recombination rate of the photogenerated charges [301]. 
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Figure 4-II.6 Photoluminescence spectra of the different samplesон 

4-II.3.8 Transmission electron microscopy (TEM)  

TEM images of the different samples were acquired to investigate the morphology, the 

particles dimension, and the distribution of the different components. Some selected images are 

reported in Figure 4-II.7, images of other samples are given in Figure 4-II.8. TEM images of the 

sample Pt-P25 (Figure 4-II.7A) reveal that Pt nanoparticles (represented by small dark spheres) 

are uniformly dispersed across the P25 surface confirming the effectiveness of the photodeposition 

method. The size of Pt nanoparticles is approximately 2 to 3 nm while the size of P25 particles 

(anatase and rutile) ranges between 10 to 20 nm. By zooming in on the image, it is possible to 

distinguish two lattice fringes of ca. 0.35 nm and 0.32 nm, characteristic of the (1 0 1) anatase and 

(1 1 0) rutile planes, respectively [221]. SAED (selected-area electron diffraction) patterns 

consisting of concentric rings indexed as the various planes of rutile and anatase, confirmed the 

biphasic structure of P25. On the other hand, in the HP sample (Figure 4-II.7B), Pt nanoparticles 

are clustered into one area on the TiO2 surface. The size of TiO2 particles ranges between 5 to 25 

nm, which is a slightly larger range compared to the Pt-P25 sample, and the size of Pt nanoparticles 

is ca. 1 to 2 nm that is slightly smaller than that found in the Pt-P25 sample. Also, in this case an 

intimate contact between anatase and rutile can be observed. 

Brookite consists of rod-shaped particles which size ranges between 10 to 30 nm (Figure 

4-II.7C). Pt nanoparticles (dimensions ca. 2-3 nm) are concentrated in some areas whilst Nb 
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particles are not distinguishable due to their low quantity and high degree of dispersion in the TiO2 

matrix. In the Cu2O/TiO2 composite samples a good contact between the two components can be 

clearly seen in the images reported in Figure 4-II.8. The sizes of Cu2O particles range between 5 

to 10 nm, which are smaller than those of TiO2 particles. 
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Figure 4-II.7 TEM images of the samples: (A) Pt-P25, (B) Pt-HP, and (C) Pt-NB1-Brookiteоо 
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Figure 4-II.8 TEM images of the Cu2O-TiO2 samplesоп 

4-II.3.9 X-ray photoelectron spectroscopy (XPS) 

XPS measurements of some selected samples were carried out to examine the surface 

composition and the oxidation states of the different species. In Figure 4-II.9 the XPS survey 

spectrum of the samples with the various species indicated is presented. Peaks for Pt (not shown 

in XPS survey) were barely detected due to its small atomic concentration. Cl, as residual species 

deriving from TiCl4, PtCl4 and NbCl5 precursors, was also detected. When both present, Cl and Nb 

are not clearly distinguishable because their peaks almost overlap. The high resolution XPS spectra 

of the Ti 2p peaks are reported in Figure 4-II.10A. In Pt-P25 sample the two peaks of Ti 2p3/2 at 

459.5 eV and Ti 2p1/2 at 465.3 eV with a binding energy distance of 5.8 eV are characteristic of 

Ti
4+
 in TiO2 [292]. The Ti 2p

3/2
 shoulder peak at 461.4 eV which is visible only for the 3%Cu2O-

P25 sample is characteristic of Ti
3+
. This indicates that in this sample Ti is present in two oxidation 

states (+3 and +4) due to an electron transfer from Cu2O to P25. The high-resolution O 1s spectra 

are shown in Figure 4-II.10B. For almost all of the samples the main peak is that at ca. 530.7 eV, 

assigned to O2- ions of the TiO2 crystalline lattice. The peak at ca. 533.0 eV, related to -OH groups 

[306], is negligible in Pt-Nb1-Brookite, small in Pt-P25, more evident in 3%Cu2O-P25 and 

comparable to that at higher energy for 3%Cu2O-HP. The presence of Cu2O seems to favour the 

formation of surface hydroxyl groups. The main Pt peak at ca. 76 eV (Figure 4-II.10C) corresponds 

to Pt0, the less intense peaks at lower binding energy are characteristic of partially oxidized Pt 

species [294]. 

High resolution XPS spectra of Cu 2p are reported in Figure 4-II.10D. For the P25 sample, 

the binding energy of the Cu 2p3/2 peak at 955.4 eV and of 2p1/2 at 933.2 eV are characteristic of 

Cu(I) oxide. For the HP sample the presence of a shakeup satellite peak between the main two Cu 

2p peaks is characteristic of Cu2+ ions. The Nb 3d spectrum (Figure 4-II.10E) displays two peaks 

at 209.9 eV and 207.1 eV (binding energy distance of 2.8 eV) characteristic of Nb2O5 [74]. The 

3%Cu2O-HP
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d = 0.22 nm

Anatase (101)
d = 0.35 nm



H2 and High Value Chemicals Production                                                                        CHAPTER 4-II 

62 

 

other two peaks at lower binding energies are those of Cl 2p. In Table 4-II.2 the atomic 

concentrations of the different species obtained by XPS investigations are reported. 

Table 4-II.2 Relative atomic concentrations obtained from the XPS composition analysis11 

Catalyst Ti O Pt Cu Nb 

Pt-P25 16.82 48.79 0.21 - - 

3%Cu2O-P25 18.35 53.59 - 0.42 - 

Pt-Nb1-Brookite 18.65 56.83 0.12 - 0.28 

Pt-HP 21.62 60.68 0.10 - - 

3%Cu2O-HP 25.62 64.90 - 1.31 - 

 

 

Figure 4-II.9 XPS survey of the different samplesор 

 

020040060080010001200

C
o

u
n
ts

 (
a
.u

.)

Binding energy (eV)

3%Cu2O-P25

Pt-Nb1-Brookite

3%Cu2O-HP

Pt-P25

Pt-HP

O1s

Ti2p

C1s

Cu2p

Nb3d

Cl2p

Cl2p

Cu2p



H2 and High Value Chemicals Production                                                                        CHAPTER 4-II 

63 

 

 

 

 

 

Figure 4-II.10 High resolution XPS spectra of: (A) Ti 2p, (B) O 1s, (C) Pt 4f, (D) Cu 2p, and 

(E) Nb 3dос  
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4-II.3.10 Electron paramagnetic resonance (EPR) spectroscopy  

As illustrated in Figure 4-II.11, the EPR spectra of the powdered samples 3%Cu
2
O-P25, 

3%Cu
2
O-HP and Pt-3%Cu2O-Brookite show a broad signal at g = 1.999 which can be assigned to 

Ti3+ ions on the surface [307]. The experiments carried out with samples containing Nb did not 

show any EPR signal, pointing out that the photocatalysts are unable to generate free electrons and 

oxygen vacancies under illumination. The Pt-3%Cu2O-Brookite sample shows the highest 

intensity peaks indicating stronger presence of free electrons and oxygen vacancies, probably 

because the electrons are transferred to Pt and trapped therein. Conversely, the 3%Cu
2
O-P25 solid 

showed the lowest EPR peak intensity. In the presence of DMPO/MeOH solutions (Figure 4-II.12), 

the experiments carried out in the dark did not detect any EPR signal, indicating that the 

photocatalysts are unable to generate radicals in absence of illumination. When the photocatalysts 

is exposed to light, the EPR spectra give rise to the characteristic paramagnetic resonance 

absorption of the adducts of DMPO-ÅO
2

 ī
. This result indicates that all the photocatalysts can 

thermodynamically produce superoxide anion radicals (ÅO
2

ī
) under illumination. 

 

 

Figure 4-II.11 EPR spectra of different TiO2 powder samples under dark and light 

irradiationот  
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