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Abstract 

Innovative materials and techniques are widespread used for the strengthening and rehabilita-

tion of existing structures. Recent researches have been developed on new fiber reinforced 

composites in which epoxy resin is replaced by inorganic cementitious material. These kind of 

cement-based composite material is known as Fiber Reinforced Cementitious Matrices 

(FRCM) recently used also in combination with synthetic polymeric fibers named PBO. 

The efficiency of this new confining system has been demonstrated by a large number of com-

pression tests on concrete specimens while there are only few experimental researches on the 

behaviour of large scale specimens under external action able to simulate the actual behaviour 

of columns in MRFs. 

This paper firstly presents the results of experimental tests on squared and rectangular speci-

mens of medium-size concrete columns reinforced by PBO-FRCM subject to axial load; suc-

cessively, an experimental campaign is performed on RC columns subjected to axial force and 

bending moment. Confined and unconfined columns, manufactured with different cross sections 

and concrete types, are tested. 

The experimental tests on concrete columns and RC pillars are reproduced through finite ele-

ment models in which the behaviour of the confined concrete is simulated using the Concrete 

Damaged Plasticity model with properly adapted plastic parameters, according to recent stud-

ies available in the literature. The stress-strain law used in the model is deduced from a clas-

sical approach available in the literature for FRP confined concrete which is properly modified 

in order to take into account the efficiency reduction of FRCM with respect to FRP wraps.  
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1 INTRODUCTION 

The rehabilitation of existing structures is one of the most important topic addressed by the 

scientific community in the last decades [1-15]. Innovative materials and techniques are wide-

spread used for the strengthening of structures. In particular, recent researches have been de-

veloped on new fiber reinforced composite materials in which epoxy resin is replaced by 

inorganic cementitious material. These kind of cement-based composites are known as Fiber 

Reinforced Cementitious Matrices (FRCM). Despite FRCM is usually used with glass, aramidic 

or carbon fibers, recently the performance of this confinement system has been improved by 

adopting a synthetic polymeric fiber named polyparaphenylene benzobisoxazole (PBO). The 

molecular structure of PBO is capable of establishing chemical bond with hydrated compounds 

in a special inorganic binder by means of a hydraulic reaction which helps improving the me-

chanical properties of the FRCM system. 

The efficiency of this new confining system has been demonstrated by a large number of 

compression tests on concrete specimens with different cross section shapes and corner radius, 

confinement amount and concrete strength. By contrast, there are only few experimental re-

searches concerning the behaviour of large scale specimens under external action able to simu-

late the actual behaviour of columns of moment resistant frames (MRFs). 

In this framework, this paper presents the results of experimental tests on squared and rec-

tangular specimens of medium-size concrete columns reinforced by PBO-FRCM subject to ax-

ial load with the aim of extending the experimental result database available in the literature on 

the topic. Furthermore, an experimental campaign is performed on ten RC columns subjected 

to axial force and bending moment and the results are here presented and discussed. The col-

umns have square and rectangular cross section and they are manufactured using two different 

concrete strength. The specimens are unconfined or wrapped with two or four layer of textile 

reinforcement and, then, subject to axial load and bending moment in static regime. 

The experimental tests on concrete columns and RC pillars are reproduced through finite 

element (FE) models in which the behaviour of the confined concrete is simulated using the 

well-known Concrete Damaged Plasticity (CDP) model with properly adapted plastic parame-

ters, according to recent studies available in the literature [1]. The stress-strain law implemented 

in the CDP model is the one proposed by Spoelstra and Monti [2] for FRP confined concrete 

properly modified in order to take into account a certain efficiency reduction of FRCM with 

respect to classical FRP wraps [3]. 

 

2 EXPERIMENTAL TESTS 

2.1 Medium-size concrete specimens  

The experimental campaign was conducted on ten specimens presenting both squared and 

rectangular cross-section with four different concrete type mixtures. Preliminary tests were per-

formed for obtaining the mechanical properties of the plain concrete. In particular, the average 

compressive strength and ultimate strain values, fc0 and c0, were found for each concrete mix-

ture: for mix 1 (fc0-10), fc0= 10.47 N/mm2 and c0= 2.05‰; for mix 2 (fc0-14), fc0= 14.44 N/mm2 

and c0= 2.32‰; for mix 3 (fc0-19), fc0= 19.07 N/mm2 and c0= 2.04‰; for mix 4 (fc0-22), fc0= 

22.26 N/mm2 and c0= 2.09‰. 

Ten medium-size concrete columns 600 mm high were manufactured with squared (200 x 

200 mm) and rectangular (200 x 400 mm) cross-section and different corner radius (R = 15 mm 

or R = 30 mm).  The specimens are identified in Table 1 by a alphanumerical code in the format 
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XJR#F#-m, where X is the cross-section shape (X = S for squared specimens, X = R for rec-

tangular specimens), J is the concrete type (J = 10 for mix fc0-10, J = 14 for mix fc0-14, J = 19 

for mix fc0-19, J = 22 for mix fc0-22), R# is the corner radius (R15 for 15 mm and R30 for 30 

mm), F# refers to the textile reinforcement (F0 for the unconfined specimen, F# for specimens 

confined with # textile layers), finally the code letter m (m=a or m=b) is used to distinguish 

samples for identical specimens. 

 

ID 
cross-section 

[mm x mm] 

concrete 

mix 

corner radius 

[mm] 

No. of textile 

layers 

f 

[%] 

S19R15F0 

200x200 

fc0-19 15 

0 - 

S19R15F2-a 

2 0.182 
S19R15F2-b 

S14R30F2-a 
fc0-14 30 

S14R30F2-b 

R10R30F2 

200x400 

fc0-10 

30 

2 0.137 R14R30F2 fc0-14 

R19R30F2 fc0-19 

R14R30F4 fc0-14 
4 0.273 

R22R30F4 fc0-22 

 

Table 1: Features of specimens. 

Two or four PBO textile layers (Fig. 1) were applied to the columns obtaining the fiber 

volumetric ratios f reported in Table 1 and calculated as    2 /  f fnt b h b h , being n 

the number of fiber layers, tf the nominal thickness of the fiber mesh, b and h the width and 

depth of the cross section. The specimens were wrapped for a length of 500 mm, keeping unre-

inforced the portions of the columns at the top and bottom end for a length of 50 mm with the 

aim of avoiding a direct loading of the PBO-FRCM reinforcement during the test execution. 

The geometry of the wrapped columns is reported in Fig. 2. 

The compression tests on all columns were carried out with a hydraulic press with a maxi-

mum load capacity of 4000 kN, which enables tests in controlled displacement mode (Fig. 3a). 

An electronic control unit with user interface via personal computer, regulated the test type and 

the equipment. 

 

  
a) b) 

Figure 1: Confining technique a) PBO fiber; b) application of PBO-FRCM wrapping to the specimen. 
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Figure 2: Geometry of the concrete specimens. 

Two electronic gauges with gauge length 200 mm were installed on two parallel sides of 

each specimen in the axial direction at middle height for measuring the axial strains; conversely, 

for the measurement of the transversal strains, two further gauges with measure length of 100 

mm  were collocated on the other two sides (Fig. 3b). The loading of all specimens was con-

ducted up to failure, adopting a rate displacement of 0.5 mm/s. 

 

  
a) b) 

Figure 3: Test setup a) specimen within the testing machine; b) position of gauges. 

2.2 Full scale RC columns  

Ten reinforced concrete (RC) columns with square or rectangular cross section were tested. 

Specimens with two different concrete strength were manufactured, unconfined or wrapped 

with two or four layer of textile and then subject to axial load and bending moment. 

The columns were cast with concrete types typical of buildings that require structural retro-

fitting (i.e. low-strength concrete). Portland cement (ASTM International Type I) was used. The 

cement : sand : gravel proportions in the concrete mixture were roughly 1:1.9:2.33 by weight 

and the maximum size of the coarse aggregate was 20 mm. Two different water/cement ratios, 

namely 0.85, 0.75, where chosen in order to obtain two different low compressive concrete 

strengths. The average cylindrical compressive strengths, obtained by three cylindrical 150 mm 

x 300mm specimens for each w/c ratio, were fco=14.36 Mpa, and fco=18.98 Mpa, respectively. 

The Ruredil X Mesh Gold was used as PBO fibre textile. It is a bidirectional warped mesh, with 

four times as many fibres in the direction of the warp as in the direction of the weft. The equiv-

alent textile thickness in the warp (longitudinal) direction was 0.045 mm, while in the weft 

(transversal) direction it was 0.012 mm. The elasticity modulus (Ef), the tensile strength (ffu) 
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and the ultimate value of axial strain (fu0) of the PBO fibres in each direction were provided 

by the fibre manufacturer and equal to Ef = 270 GPa, ffu = 5800 MPa and fu0 = 21.5 mm/m, 
respectively. For the mortar, a stabilized inorganic matrix Ruredil X Mesh M750 designed to 

connect the PBO textile with the concrete substrate was utilized. Four specimens with square 

cross-section with side a=200 mm and six rectangular having sides a × b=200×400 mm, all of 

them 1800 mm in height were casted. Square specimens where reinforced with four rebars of 

diameter l=12 mm at the corner and rectangular one with six of l=16 mm (Fig. 4), stirrup 

diameter w=6 and w=8 for square and rectangular specimens respectively, and stirrup spacing 

s=120 mm. Four specimens were wrapped with two layers and three with four layers of textile 

of height of 1000 mm, placed as to left at the two end a 400 mm height zone unwrapped. The 

specimens are identified by a code in the format XC##R JJ F#, where X refers to the cross-

section shape ( X=S for square specimens, X=R for rectangular specimens), the two digit C## 

identifies the concrete compressive cylindrical strength, JJ refers to the corner curvature radius 

(JJ=15 or JJ=30), the digit F# refers to the number of layer of confinement textile. In Table 2 

the characteristic of the ten specimens are summarized. 

Aiming at reproducing the load condition of columns in a MRF loaded by seismic force 

(Fig.5a), firstly a constant axial load was applied to the specimen by an hydraulic actuator and 

a prestressing device, then a three points bending test were performed, in order to reproduce the 

incresing of the bending moment due to the seismic force (Fig. 5b). 

 

 a) 

b) 

Figure 4: RC specimens: a) longitudinal scheme; b) squared and rectangular cross sections. 

 
Spec. Sec fcm 

(Mpa) 

Corner 

Radius 

(mm). 

Fiber 

layers SC14R15F0 S 14 15 0 

SC14R15F2 S 14 15 2 

SC19R15F0 S 19 15 0 

SC19R30F2 S 19 30 2 

RC14R15F0 R 14 15 0 

RC14R15F4 R 14 15 4 

RC14R30F4 R 14 30 4 

RC19R15F0 R 19 15 0 

RC19R15F2 R 19 15 2 

RC19R15F4 R 19 15 4 

Table 2: Full scale specimen details. 
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Figure 5: a) actual load condition and test load scheme; b) Test setup. 

3 NUMERCAL MODELING  

3.1 Stress-strain laws for confined concrete  

The compressive behavior of confined concrete is modeled using analytical constitutive laws 

available in the literature. In particular, a modification of the model by Spoelstra and Monti [2] 

for fiber reinforced polymer (FRP) confined concrete is adopted. The stress-strain law fc-c of 
confined concrete is expressed as: 

 1

cc
c r

f x r
f

r x

 


   (1) 

where x=c/cc; r=Ec/(Ec-Esec) with Esec = fcc/cc; cc is the compressive axial strain at peak 

and fcc is the peak compressive strength. In this model, fcc is function of two parameters, i.e. the 

peak strength of plain concrete fc0 and the effective confining pressure fl: 

 
0

0 0

2.254 1 7.94 2 1.254l l
cc c

c c

f f
f f

f f

 
     

   (2) 

In case of passive confinement, the confining pressure increases continuously so that an in-

cremental procedure is necessary for deriving the lateral strain l: 
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 (3) 

In order to take into account an efficiency reduction of FRCM with respect to classical FRP 

wraps, a coefficient kfl,FRCM is introduced in the model for calculating the confining pressure 

according to Colajanni et al. [3]: 

 ,0.5l f l l fl FRCMf E k k      
 (4) 

in which  is the fiber volumetric ratio, Ef is the elastic modulus of fibers and kl is a coefficient 

for rectangular sections according to CEB-FIP bulletin [4]. In particular, with reference to Fig. 

6, the coefficient of efficacy kl is defined as: 

 
   

2 2
2 2

1
3

c c

l

g

h R b R
k

A

   
 

   (5) 

where Ag is the gross area of the cross section. (Ae) and cross-section area.  
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Figure 6: Effectively confined area. 

The coefficient for taking into account the reduced effectiveness of FRCM compared to FRP is 

evaluated through the following analytical law: 
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 (6) 

which was found by Colajanni et al. [3] by fitting a series of experimental data of compres-

sion tests on concrete cylinders reinforced with two or three layers of PBO-FRCM. 

3.2 Constitutive models of materials 

The analytical model described above was adopted for generating the FE simulation of the 

compressive tests on the medium-size concrete specimens. The models were developed by 

means of the non-linear finite element code ABAQUS [5] using the Concrete Damaged Plas-

ticity (CDP) model for the concrete material and properly adapted plastic parameters, according 

to some recent formulations available in the literature. 

In particular, according to Hany et al. [1], the dilation angle  and the coefficient Kc were 

defined as: 

 
0

1.4587 57.296e l

c c

A K

A f
     (7) 

 0

0 0

5.5

3 5

b
c

c b

f
K

f f



 (8) 

In Eqs. (7) and (8), Kl is the stiffness of the jacket, Ae and Ac the effective and total cross-sec-

tion area, respectively, and fb0 is initial equibiaxial compressive yield stress. 

The dilation angle  can be represented in the diagram of the flow potential hyperbolic 

function by Drucker and Prager, which is ruled by the equation: 

  
2 2

0 tan tantG q p       (9) 

The diagram of the Drucker and Prager flow potential function is reported in Fig. 7a.  

The coefficient Kc rules the shape of the yield surface; its graphic representation is re-

ported in Fig. 7b, where the yield function by Lubliner et al. [6] is represented: 

     max max

1 ˆ ˆ3 0
1

pl pl
c cF q p       


      


 (10) 
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    a)     b) 

Figure 7: a) Hyperbolic flow potential function; b) Yield function in the deviatoric plane [5]. 

The CDP model assumes isotropic damage of the material. The stress-strain law of com-

pressed concrete (Fig. 8a) is given by Eq. (1) while, in tension, the input of the post-elastic 

behavior was given in terms of tensile strength t0 and fracture energy Gf (Fig. 8b). 

  
    a)     b) 

Figure 8: Constitutive model of concrete: a) in compression; b) in tension. 

For the simulation of the tests on the full-scale RC columns, also the steel reinforcement was 

modeled using a linear elastic behavior followed by a classical metal plasticity model where 

true stresses and logarithmic strains are implemented starting from the nominal values which 

can be obtained from a coupon tensile test: 

 (1 )true nom nomσ σ    (11) 

 ln ln(1 )pl true
nom

σ

E
     (12) 

Finally, the steel concrete interface between concrete core and steel reinforcement was as-

sumed perfectly bonded meaning that there is no modelling of the highly nonlinear stick-slip 

type of behavior of the interface with the rebars. 

3.3 Mesh and boundary conditions 

The geometry of the medium-size concrete specimens used for the simulation is shown in 

Fig. 9. In particular, a rectangular specimen is herein considered as an example. The specimen 

is 600 mm height and has a cross section of 200x400 mm with corner radius equal to 15 mm 

(Fig. 9a). All degrees of freedom of the lower face of the specimen are constrained with an 

encastre and a reference point is individuated on the upper face where the compression is ap-

plied. The meshing technique adopted is structured and 8-node linear bricks with reduced inte-

gration are used, assuming a curvature control in the corner of the specimen that allow 16 

elements per circle. The mesh size in the rest of the specimen is equal to 30 mm. 
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  a)    b)   c) 

Figure 9: Features of the FE concrete specimen: a) geometry; b) boundary conditions; c) mesh. 

The FE specimen herein considered for the simulation of the full-scale RC column has rec-

tangular cross-section 200x400 mm and corner radius 15 mm (Fig. 10a). It is wrapped with two 

layers of PBO-FRCM and subjected to a constant axial load of 500 kN. The columns is rein-

forced with six longitudinal rebars of steel class B450C and 16 mm diameter; moreover, trans-

versal stirrups of 8 mm diameter are placed at a spacing of 170 mm. The column is simply 

supported and loaded at the midspan, with shear span equal to 800 mm (Fig. 10b, Fig. 11). 

 

   
 

    a)    b) 

Figure 10: Geometry of the FE column specimen: a) longitudinal scheme; b) cross-section. 

 

 
 

Figure 11: Load and boundary condition of the FE model of the RC column. 
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The mesh used for the confined concrete material is constituted by 8-node linear bricks with 

reduced integration and the meshing technique is structured thanks to the regularity of the ge-

ometry. Transversal stirrups and longitudinal rebar are meshed using 2-node linear beams (Fig. 

12). The constraint between steel reinforcement and concrete is of “embedded” type, meaning 

that the bond splitting failure is prevented from occurring. 

 

Figure 12: Mesh element types of RC column specimen. 

4 RESULTS  

Fig. 13a shows the comparison between the fc-c FE curve and the experimental curve of the 
rectangular specimen R19R30F2 whose features were already reported in Table 1. The same 

graph reports the analytical curve obtained from Eq. (1).  

 

   
  a)      b) 

  
  c)      d) 

Figure 13: Results of the FE model of concrete specimens: a) comparison between numerical, experimental and 

analytical curve; b) failure of the tested specimen; c) FE stress pattern; d) maximum principal strains. 
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It can be observed that the implementation of the analytical model previously described al-

lows reproducing the behavior in compression of the confined specimen obtained during the 

laboratory tests. Moreover, from the comparison between Fig. 13b and 13c it can be observed 

that the model is able to reproduce the actual failure mode characterized by the stress concen-

tration mainly at the corners of the specimen which causes, firstly, the failure of the mortar and 

then the failure of the textile layers. Finally Fig. 13d depicts the pattern of the maximum prin-

cipal strains in the post elastic regime and, therefore, it is able to show the FE crack pattern, 

compatible with the experimental evidence. 

In Table 3 the results are summarized showing the peak stress for the specimen obtained in 

laboratory (fcc,exp), with the FE simulation (fcc,FEM) and from the analytical prediction (fcc,theo). 

Furthermore, the ratios between FE results and experimental and analytical model are reported 

showing a good agreement, the ratios being almost equal to one. 

  

fcc,exp fcc,FEM fcc,theo fcc,FEM/fcc,exp fcc,theo/fcc,exp 

19.615 19.554 19.567 0.997 0.998 

Table 3: Comparison between FE results, experimental data and analytical prediction. 

The FE model can be considered validated and can be used for the more complex simulation 

of the behavior of confined RC columns. The unconfined specimen RC19R15F0 and the spec-

imen confined with two layers RC19R15F2 were considered. Their main features were already 

reported in Table 2. The comparison between numerical and experimental  load-midspan de-

flection curves is shown in Fig. 14 for both unconfined and confined specimens. The model 

shows a quite good prediction of the behavior of the confined specimen even though it is not 

able to catch the softening branch before the failure of the specimen when the ultimate displace-

ment is attained. As regards the simulation of the unconfined specimen, the model shows a good 

capacity in the prediction of the peak load but it is not suitable in catching the large plastic 

displacement regime before failure.  

The stress state obtained through the FE model is depicted in Fig. 15 for the confined con-

crete (Fig. 15a) and for the steel reinforcement (Fig. 15b). In particular, comparing Fig. 15a and 

the pictures in Fig. 15c, it can be observed that the model is able of reproducing the crack 

opening on the bottom of the specimen before failure. It can also be observed the stress con-

centration in correspondence of the limits of the application of the PBO-FRCM reinforcement. 

Finally the stresses in the steel rebars prove to be compatible with the experimental evidence. 
 

  
Figure 14: Load-deflection curve of the full-scale RC column: numerical vs. experimental results. 
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Table 4 reports the comparison between numerical and experimental results in terms of max-

imum experimental and FE load, Fmax,exp and Fmax,FEM respectively. The ratio between these val-

ues is equal to 0.94 for the unconfined specimen and 1.04 for the confined columns, showing a 

good agreement with the laboratory tests in terms of maximum capacity of the RC specimen. 

 

a) 

c) b) 

 
   

Figure 15: Results of the FE model of the RC columns: a) stress pattern in the confined concrete; b) stresses 

in the steel reinforcement after the yielding; c) experimental failure and crack pattern. 

 

ID Fmax,exp Fmax,FEM Fmax,FEM/Fmax,exp 

RC19R15F0 418.06 392.58 0.94 

RC19R15F2 438.44 455.62 1.04 

Table 4: Comparison between FE results and experimental data of the RC columns. 

5 CONCLUSIONS  

 The seismic performance of existing buildings is strongly restricted by both low strength 

of concrete and poor detailing of transverse reinforcement in columns. Confinement by 

thin steel plates and angles welded to the corners of beams and columns or the jacketing 

by FRP are widespread efficient techniques for increasing strength and ductility of struc-

tural elements especially of columns but recently some drawbacks in the use of FRP have 

been recognized: they cannot be applied with epoxy resin on moist elements, exhibit poor 

performance in the presence of heat and fire and lack of vapour permeability; the hardening 

phase is strongly affected by environmental temperature; in some cases the epoxy resin is 

not compatible with the concrete substrate. 

 In this framework, PBO-FRCM is an effective tool for increasing strength and ductility of 
low strength under-detailed concrete columns of seismic resistant frames. 

 A FE model is developed for simulating the behavior of RC squared and rectangular col-
umns strengthened by PBO-FRCM, under axial force and bending moment. The load con-

dition of columns in MRFs loaded by horizontal forces with constant axial load is 

reproduced. Tests on large scale specimens confined with PBO-FRCM are used for the 

validation of the FE model. 
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 The modeling technique is preliminarily validated developing FE models of specimens of 
plain concrete wrapped by PBO-FRCM and the results are validated against experimental 

data.  

 The FE model used is able to predict both strength and displacement increment as well as 

the local strength degradation in the post peak range. 
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